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1. Configuration & Dimensions

PS5009, PS5014 & PS6011

PS5017 & PS5023
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( PCB Pattern Sugestion )

Dimensions [mm

Series
A B C D(typ.) | E(typ.) | F(typ.) | G(ref.) | H(ref.) | I(ref.) | J(ref.) | K(ref.) | L(ref.) | M(ref.)
PS5009 | 5.60+0.3 | 6.00£0.3 | 0.95+0.1 1.00 5.20 3.20 0.80 1.30 2.00 6.40 4.60 1.30 3.80
PS5014 | 5.60+0.3 | 5.60£0.3 | 1.45+0.1 1.00 5.20 3.20 0.80 1.30 2.00 6.40 4.60 1.30 3.80
PS5017 | 5.60+0.3 | 5.60+£0.3 | 1.90+0.2 1.00 5.20 3.20 0.80 1.30 2.00 6.40 4.60 1.30 3.80
PS5023 | 5.60+0.3 | 5.60+£0.3 | 2.50+0.2 1.00 5.20 3.20 0.80 1.30 2.00 6.40 4.60 1.30 3.80
PS6011 | 6.80+0.3 | 7.50+0.3 | 1.05+0.1 1.20 6.70 4.00 1.10 1.40 2.60 7.90 5.40 1.50 4.90
2. Schematic Diagram
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