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Size:  120mm x 120mm x 38mm 

Airflow:  96/105 CFM 

Noise:  44 ~ 47dBA 

Impeller: Plastic 

Frame: Aluminum, Painted Black 

Type: Sleeve or Ball Bearing 
Terminals: 0.33” inches  (optional) 

Wire Leads: 18AWG, VW-1, Black, CSA-UR  
Soldered Tipped Ends (optional) 

 
 
 
 
 

        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model Voltage 
(VRM) Current (I) Frequency 

(Hz) Watt Speed (RPM) dBa Air Flow 
(CFM) 

KEST-471SW* 100/120Vac 0.38/0.36 50/60 28.6/27.8 2400/2550 46/45 103/98 
KEST-471BW* 100/120Vac 0.34/0.31 50/60 27.6/26.7 2550/2750 47/46 105/100 
KEST-472SW* 220/240Vac 0.22/0.18 50/60 32.6/26.8 2500/2760 45/44 103/96 
KEST-472BW* 220/240Vac 0.20/0.17 50/60 32/26 2500/2760 46/45 105/98 
KEST-471BT* 100/120Vac 0.34/0.31 50/60 27.6/26.7 2550/2750 47/46 105/100 
KEST-472BT* 220/240Vac 0.20/0.17 50/60 32/26 2500/2760 46/45 105/98 

Terminals: 0.33” inches (BT*) 
Wire Leads: 18AWG, VW-1, Black, CSA-UR (SW*) (BW*) 
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