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CIRCUITS

10S CIRCUIT

04D CIRCUIT 

10R CIRCUIT

02D CIRCUIT 
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*These resistors are lead free

DIMENSIONS

SURFACE MOUNT
RCN Series: Networks & Arrays

 RESISTORS
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RCN 34 - 04D R - 1K0 - J

Series
Concave / Convex
Size
Circuit Type
Package
Resistance
Tolerance

R

L W H J K P Q Q1 Style

RCNR 22 1.0 + 0.1 1.0 + 0.1 0.33 + 0.05 0.15 + 0.1 0.25 + 0.1 0.67 + 0.1 0.34 + 0.1 N/A Array

RCNR 32 1.6 + 0.15 1.6 + 0.15 0.5 + 0.04 0.3 + 0.1 0.3 + 0.1 0.97 + 0.1 0.61 + 0.1 N/A Array

RCNR 24 2.0 + 0.1 1.0 + 0.1 0.4 + 0.1 0.2 + 0.1 0.2 + 0.1 0.5 + 0.1 0.3 + 0.1 0.43 + 0.1 Array

RCNC 24 2.0 + 0.1 1.0 + 0.1 0.4 + 0.1 0.2 + 0.1 0.2 + 0.1 0.5 + 0.1 0.3 + 0.1 N/A Array

RCNR 34 3.2 + 0.2 1.6 + 0.15 0.5 + 0.1 0.3 + 0.2 0.3 + 0.2 0.8 + 0.2 0.5 + 0.1 0.61 + 0.1 Array

RCNC 34 3.2 + 0.2 1.6 + 0.2 0.5 + 0.1 0.4 + 0.2 0.4 + 0.2 0.8 + 0.1 0.4 + 0.1 N/A Array

RCNR64 5.1 + 0.2 1.6 + 0.10 0.55 + 0.15 0.55 + 0.15 0.55 + 0.15 1.3 + 0.2 0.9 + 0.1 N/A Array

RCN 35 3.2 + 0.2 1.6 + 0.1 0.55 + 0.1 0.3 + 0.15 0.3 + 0.15 0.32 + 0.1 0.32 + 0.1 0.53 + 0.1 Network
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RCNR 22 0.063W 25 50 1 amp F (+1%), J (+5%) 10 ~ 1M +200 02D

RCNR 24 0.063W 25 50 1 amp F (+1%), J (+5%) 10 ~ 1M +200 04D

RCN 32 0.1W 50 100 1 amp F (+1%), J (+5%) 10 ~ 1M +200 02D

RCNR 34 0.1W 50 100 1 amp F (+1%), J (+5%) 10 ~ 1M +200 04D

RCNC 24 0.063W 25 50 1 amp F (+1%), J (+5%) 10 ~ 1M +200 04D

RCNC 34 0.10W 50 100 1 amp F (+1%), J (+5%) 10 ~ 1M +200 04D

RCNR64 0.25W 200 400 2 amps F (+1%), J (+5%) 10 ~ 1M +200 04D

RCN 35 0.063W 25 50 N/A F (+1%), J (+5%) 10 ~ 1M +200 10S, 10R
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