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SAW Filter 609.9 MHz 
MODEL NO.: TA0800A REV. NO.:1.0
A. MAXIMUM RATING: 
1.Input Power Level: 10 dBm 
2.DC voltage: 5 V 
3.Operating Temperature: -40°C to +85°C 
4.Storage Temperature: -40°C to +85°C 
 
B. ELECTRICAL CHARACTERISTICS: 

 Item Unit Min. Type. Max. 
Center frequency              Fo MHz - 609.9 - 

Insertion loss at Fo             IL dB - 2.4 3.5  

1 dB bandwidth MHz 3 8.76 - 

3 dB bandwidth MHz 5 10.08 - 

Ripple ( 608.4~611.4 MHz ) dB - 0.2 1.0 

Group Delay ( 608.4~611.4 MHz ) ns - 35 135 

Attenuation (Reference level from IL) 

10 ~ 590  MHz dB 40 43 - 

590 ~ 600 MHz dB 8 33 - 

620 ~ 630 MHz dB 8 28 - 

630 ~ 700 MHz dB 40 48 - 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

RoHS Compliant
Lead free

Lead-free soldering
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C. Frequency Characteristics : 
(1) wide band Response:(span 100MHz) 

 

(2) wide band Response:(0 ~ 700MHz) 
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(2) Pass band Response Variation: (span 20MHz) 

 
(2) Group Delay Variation: (span 20MHz) 
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D. MEASUREMENT CIRCUIT: 
 
 
 
 
 
 
 
 
 
 
 
 
E.OUTLINE DRAWING: 

 
 
 
 
 
 

 

Year 2005 
2009 

2006 
2010 

2007 
2011 

2008 
2012 

Product Code A a A a 

   
 
 
 
 

 

50Ω 

HP Network analyzer 

50Ω SAW Filter 2 6

 1,3,4,5,7,8

 
   8 0 0 

T
△

□
 

#2: Input 
#6: Output 
#1,3,4,5,7,8: Ground 
△:Year code 
□: Date code 
Unit: mm 
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F. PACKING: 
  1. REEL DIMENSION 
 

 
 
 
2. TAPE DIMENSION 
 
 

 
 
 
 
 

 

 

 



TAI-SAW TECHNOLOGY CO., LTD.                                 7     
 

TST DCC 
Release document 

20
40
60
80

100
120
140
160
180
200
220
240
260
280

0 20 40 60 80 10
0

12
0

14
0

16
0

18
0

20
0

22
0

24
0

26
0

28
0

30
0

32
0

34
0

36
0

Time (Sec)

Te
m

p 
( D

eg
 C

)
 
G. RECOMMENDED REFLOW PROFILE : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


