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FEATURES
• Plastic Case With Heatsink For Heat Dissipation.

• Surge Overload Ratings to 300 Amperes.

• The plastic package has Underwriters Laboratory Flammability Classification
  94V-O

• Both normal and Pb free product are available :

   Normal : 80~95% Sn, 5~20% Pb

   Pb free: 98.5% Sn above

MECHANICAL DATA
Case: Molded plastic with heatsink integrally mounted in birdge encapsulation.

Weight: 1.0 ounce, 30 gram

Terminals: Wire Lead φ 50 mils

Mounting Position: Any

GL1500~GL1508
IN-LINE HIGH CURRENT SILICON BRIDGE RECTIFIER

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Ratings at 25°C ambient temperature unless otherwise specified.  Single phase, half wave, 60Hz, Resistive or inductive load.
For capacitive load, derate current by 20%
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Fig.3 TYPICAL FORWARD CHARACTERISTIC

Fig.2 TYPICAL REVERSE CHARACTEISTICS

RATING AND CHARACTERISTIC CURVES

INSTANTANEOUS FORWARD VOLTAGE,VOLTS

PERCENTAGE OF PEAK REVERSE VOLTAGE, %
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Fig.1 DERATING CURVE FOR OUTPUT RECTIFIED CURRENT
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