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DMX-38(AT)
SMD Type Crystal Resonators

Dimensions[mm] Internal Connections

Recommended Land Pattern [mm]

DMX-38(AT)

3.57～40MHz

Fundamental, 3rd overtone

±50×10-6, ±100×10-6（at 25℃） 

40～300Ω 

±50×10-6, ±100×10-6／－40～＋85℃(Ref. to 25℃)

－40～＋85℃ 

±5×10-6 max.／year

Generic Specification
Type

Item

Packing Unit : 1000pcs./reel

Vibration Mode

Frequency Range

Load Capacitance

Drive Level 

Frequency Tolerance

Series Resistance

Frequency Characteristics  
over Temperature

Storage Temperature Range

Aging

Fund :10μW（300μW max.） 
3rd : 50μW（1mW max.） 

Consult our sales representative for other specifications or special specifications.
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DST520
SMD Type Tuning Fork Crystal Resonators

NEW

Dimensions[mm] Internal Connections

Recommended Land Pattern [mm]
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Series 12pF, 16pF, 20pF, 32pF（Fund.） 
8pF, 10pF, 12pF, 16pF（3rd） 

DST520TypeItem

Consult our sales representative for other specifications or special specifications.Packing Unit : 3000pcs./reel

32.768kHz（30～153.6kHz） 

Fundamental 

Series,7pF,8pF,10pF,12pF,12.5pF 

1.0μ±0.2μW 

±20×10-6, ±30×10-6 

50kΩTyp.（80kΩmax.） 

30,000 min. 

＋25℃±5℃ 

－0.036±0.006×10-6/℃2 

－40℃～＋85℃ 

－40℃～＋85℃ 

1.45pF Typ.

Generic Specification

Frequency Range 

Vibration Mode 

Load Capacitance 

Drive Level  

Frequency Tolerance 

Series Resistance 

Q Factor 

Parabolic Temperature 

Two Dimensional Temperature Constant 

Operating Temperature Range 

Storage Temperature Range 

Shunt Capacitance 

 

Features

Surface mount type of AT-38 crystal resonators  
with mold package. 
Good for automatic mounting and reflow soldering.

Features

Employed ceramics package. 
High density mounting is feasible 
with super miniature design. (height 0.8mm) 
Good for automatic mounting and reflow soldering. 
Suitable for various applications such as mobile 
telecom equipments.


