PRODUCT SELECTION LISTING

LllHE(—Lites*’

SSL-LX3044XX SERI m LED LAMPS

FEATURES APPLICATIONS OPTIONS AVAILABLE

» HLMP-1300 Equivalent = indicators-Panel/P.C. « Add-on Leads

= Short Lens Package » Switches * Panel Mount Bezles

« Thres Color Choices » Data Line Indicators » P.C. Mount Assemblies

« Bi-Color Options « Legend Hluminations » Add-on Spacers

EMITTED COLOR EPOXY BRIGHTNESS | VIEW Vi@20mA

LUMEX PART NBR PEAK(nm) | LENS COLOR [TYP(med, [ H(ma) | ANGLE TYP.  MAX
SSL-LX 3044 1D RED 635 RED DIFF. 10 20 80 20 28
SSL-LX 3044 SRD RED 661 RED DIFF. 80 20 80 1.7 22
SSL-LX 3044 GD GREEN 565 GREEN DIFF. 15 20 80 2.1 28
SSL-LX 3044 YD YELLOW | 583 YELLOW DIFF. 15 20 80 2.1 28
BI-COLDR OPTIONS
SSL-LX 3044 IGW RED/GREEN | 635/65 WHITE DIFF. 54 2020 95 20 2.8
LOW CURRENT OPTIONS
SSL-LX 3044 LID RED 635 RED DifF 15 2 80 20 28
SSL-LX 3044 LGD GREEN 565 GREEN DIFF. 15 2 80 21 28
SSL-LX 3044 LYD YELLOW | 585 1.5 3 80 21 28
SSL-LX 3044 ERD RED 660 RED DIFF. 5.0 2 80 17 22

See pages 8 -14 for Max. operating limits and operating curves

SSA-LXB26852XX SERIES 5-9 POSITION 3mm LED ARRAY

FEATURES APPLICATIONS MATERIAL SPECIFICATIONS

- 5-9 Position Array + Ladder Indicators + Hotder- V94-0 Nylon

- Vanable Length Holder « Stalus Indicators + Terminals 0 5Smm'  Pins

= Five Colors + Volume Indicators Tin Dipped

EMITTEDCOLOR | OPERATING |OPERATING| BRIGHTNESS |LEDSERIES

LUMEX PART NBR PEAKinmi|  CURRENT (mA 1YEvolis Vi | TYP(MRD) - | mA [USED
SSA-LXB26852AD AMBER 510 10-25 21 20 20 |SSL-LX305F4XX
SSA-LXB26852GD GREEN 565 10-25 21 20 20 [SSL-LX305F4XX
SSA-LXB26852ID RED 635 10-25 21 20 20 |SSL-LX305F4XX
SSA-LXB268525RD RED 860 10-25 -7 80 20 |SSL-LX305F4XX
SSA-LXB26852YD YELLOW{ 585 10-25 21 20 20 [SSL-LX305F4XX
LLOW CURRENT OPTIONS
SSA-LXB26852LGD GREEN | 565 15 3 1 oM 2 |SSL-LX305F4XX
SSA-LXB26852LID RED 635 1-5 8 10Min 2 |SSL-LX305F4XX
SSA-LXB26852LYD YELLOW| 585 1-5 18 1OMm 2 |SSL-LX305F4XX
FIXED VOLTAGE OPTIONS
SSA-LXB26852GD-5v | GREEN 565 10-25 50 20 20 [SSL-LX305F4XX
SSA-LXB26852ID-5V RED 635 10-25 5Q 30 20 |SSL-LX305FaXX
SSA-LXB26852YD-5V I YELLOW I 585 10-25 g0 20 20 [SSL-LX305F4XX
COLORS CAN BE MIXED TO CUSTOMER REQUIREMENTS

See pages 8 -14 for Max. operating limits and operating curves

SSL-LX3054TXX SERIES T-3mm THIN FLANGE LED LAMPS

FEATURES
« Gl MV5074 Type Compatible

APPLICATIONS
« Indicators-Panel/P.C.

OPTIONS AVAILABLE

» Add-on Leads

« Thin Flange (.5mm} » Switches « Spacers
« Three Color Choices » Data Line indicators
« Bi-Color Options + Legend llluminations

EMITTED COLOR EPOXY BRIGHTNESS | VIEW Vi@20mA
LUMEX PART NBR PeAKinm)| LENS COLOR | TyPimeoj| ifma) | ANGLE TvP MAX
SSL-LX3084TID RED 835 RED DIFf. 10 20 80 2.0 28
SSL-LX3054TSRD RED 663 RED DIFF. 80 20 a0 1.7 22
SSL-LX3054TGD GREEN 565 GREEN DIFF. 15 20 80 21 28
SSL-LX3054TYD YELLOW | 585 YELLOW DIFF 15 20 80 21 28
Bi-COLOR OPTIONS
SSL-LX3054T IGW RED/GREEN| 635/165 WHITE DIFF 514 20/20 95 20 28

See pages 8B -14 for Max. operating limils and operating curves
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