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SPECIFICATIONS

561-LSP187 LSP 187 .307 (7.8)

561-LSP250 LSP 250 .365 (9.27

561-LSP375 LSP 375 .495 (12.57)

561-LSP437 LSP 437 .557 (14.15)

561-LSP500 LSP 500 .625 (15.88)

561-LSP625 LSP 625 .745 (18.92)

561-LSP750 LSP 750 .87 (22.1)

561-LSP875 LSP 875 .995 (25.27)

561-LSP1000 LSP 1000 1.12 (28.45)

561-LSP1125 LSP 1125 1.245 (31.62)

561-LSP1250 LSP 1250 1.37 (34.80)

561-LSP1375 LSP 1375 1.495 (37.97)

Mouser Num. Description A
In (mm)

A

.06
(1.52)

ø.172
(ø4.37)

.035
(.89)

MSP end fits a .156 (3.96) hole
Locking end fits a .187 (4.75) hole

Panel thickness .030/.078 (.76/1.98)

PCB Support - LSP Series

Specifications are subject to change without notice. No liability or warranty implied by this information. Environmental compliance based on producer documentation.
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 Eagle Plastic Devices:   

  561-LSP1375  561-LSP1250  561-LSP187  561-LSP625  561-LSP375  561-LSP500  561-LSP875  561-LSP437  561-

LSP750  561-LSP250  561-LSP1000  561-LSP1125

http://www.mouser.com/eagleplasticdevices
http://www.mouser.com/access/?pn=561-LSP1375
http://www.mouser.com/access/?pn=561-LSP1250
http://www.mouser.com/access/?pn=561-LSP187
http://www.mouser.com/access/?pn=561-LSP625
http://www.mouser.com/access/?pn=561-LSP375
http://www.mouser.com/access/?pn=561-LSP500
http://www.mouser.com/access/?pn=561-LSP875
http://www.mouser.com/access/?pn=561-LSP437
http://www.mouser.com/access/?pn=561-LSP750
http://www.mouser.com/access/?pn=561-LSP750
http://www.mouser.com/access/?pn=561-LSP250
http://www.mouser.com/access/?pn=561-LSP1000
http://www.mouser.com/access/?pn=561-LSP1125

