
 
JIANGSU CHANGJIANG ELECTRONICS TECHNOLOGY CO., LTD  

 
        WBFBP-02C Plastic-Encapsulate Diodes 

 

 

DSS40LED02  Schottky Barrier Diode  

DESCRIPTION  

   Planar Schottky barrier diode with an integrated guard ring  

for stress protection.  
FEATURES  

 Low diode capacitance 

 Low forward voltage 

 Guard ring protected 
 

   
APPLICATION  

 Ultra high-speed switching 

 Voltage clamping 

 Protection circuits 

 Mobile communication ,digital (still) cameras , PDAs and PCMCIA cards 

 MARKING: S6

  
Maximum Ratings and Electrical Characteristics, Single Diode @TA=25℃ 

Parameter Symbol Limits Unit 

DC reverse voltage  VR  40  V  

Continuous forward current  IF  120  mA  

Non-repetitive peak forward surge current@t=8.3ms  IFSM  200  mA  

Junction temperature  TJ  125  ℃  
Storage temperature  Tstg  -65~+150  ℃  
 
 

 

 

 
 
 
 

Electrical Ratings @TA=25℃ 
Parameter Symbol Min Typ Max Unit Conditions 

  0.38 IF=1mA  

  0.5 IF =10mA Continuous forward voltage  VF  

  1 

V  

IF =40mA 

  1  VR=30V  
Continuous reverse current (note 1) IR  

  10 
μA 

VR=40V 

Diode capacitance  Cd    5 pF VR=0V, f=1MHz  

Note: 
1. pulse test: tp=300μs; δ=0.02 
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Capacitance Characteristics

 

 

AMBIENT TEMPERATURE    Ta    ( )℃
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Forward Characteristics
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Min. Max. Min. Max.

A 0.450 0.550 0.018 0.022

A1 0.010 0.100 0.000 0.004
D 0.950 1.050 0.037 0.041
E 0.550 0.650 0.022 0.026
D1
E1
b 0.270 0.370 0.011 0.015
b1 0.250 0.350 0.010 0.014
e 0.555 0.655 0.022 0.026
e1
L 0.250 0.350 0.010 0.014
L1
L2 0.370 0.470 0.015 0.019
L3 0.040REF. 0.002REF.

0.420REF. 0.017REF.

0.030REF. 0.001REF.

0.230REF. 0.009REF.

Symbol
Dimensions In Millimeters Dimensions In Inches

0.019REF.0.470REF.

WBFBP-02C



 
DFN/FBP(1.0X0.6) Tape and Reel
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