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SPECIFICATIONS: m
Material:
Insulator: Hi—Temp Thermoplastic, rated UL 94V-0 7 7 .
Insulator color: Black |=~——445 [11.30]——
Shield: Copper Alloy, Nickel Plated
Contacts: Copper Alloy
Plating:
Gold flash over Nickel underplate on contact area, n_w_rﬁ_wwmmwﬂ_wmms_wmxmmﬂmﬁmo MM bbb\s ﬂlmOI
Tin over Copper underplate on tails y [MM] .
Electrical TOLERANCES: EXCEPT AS NOTED 909 Rahway Avenue, Union, NJ 07083
Current rating: 0.5 Amps max. X .10 [7%% +.10 . -687- : -687-
Current rofing: 05 Am % T G I | Phone SOBGETS000Fac SBRETSTI0 A
Contact resistance: 60 mohms max. : . 2 .
Insulation resistance: 100 Mohms min. APPROVALS DATE IU_<__ OOZZmO._.O_N_ \_m TOm_ _N_OI._. >ZO_.m
Dielectric withstanding voltage: 500 VAC for 1 minute DRAWN o 10/6/11 SURFACE MOUNT
Temperature Rating: 7 I =Y
Operating temperature: —40°C to +85°C CHECKED ce 10/6/11 - .
Environmental: WOIW /8/ X IU—/\__.m._N>.w_/>._. A
Lead free, RoHS compliant. COMPLIANT APPROVED REF:  S00009T |scae: NTS | SHEET 1 oF 1
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