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FEATURES

• Superfast recovery times-epitaxial construction.
• Low forward voltage, high current capability.
• Exceeds environmental standards of MIL-S-19500/228.
• Hermetically sealed.
• Low leakage.
• High surge capability.
• Plastic package has Underwriters Laboratories

Flammability Classification 94V-O utilizing
Flame Retardant Epoxy Molding Compound.

• Both normal and Pb free product are available :
   Normal : 80~95% Sn, 5~20% Pb
   Pb free: 98.5% Sn above

MECHANICAL DATA

Case: Molded plastic, TO-251AB
Terminals: Axial leads, solderable to MIL-STD-202,Method 208
Polarity: As marking
Weight: 0.015 ounces, 0.4grams.

ED602CT~ED606CT
SUPERFAST RECOVERY RECTIFIERS
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TO-251AB Unit : inch (mm)VOLTAGE 200 to 600 Volts 6.0 AmperesCURRENT

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.  Resistive or inductive load, 60Hz.

RETEMARAP LOBMYS TC206DE TC306DE TC406DE TC606DE STINU

egatloVesreveRkaePtnerruceRmumixaM V RRM 002 003 004 006 V

egatloVSMRmumixaM V RMS 041 012 082 024 V

egatloVgnikcolBCDmumixaM V D C 002 003 004 006 V

)mm5.9("573.tnerruCdrawroFegarevAmumixaM
Ttahtgneldael C 57= OC IAV 0.6 A

-enisflahelgnissm3.8,tnerruCegruSdrawroFkaeP
)dohtemCEDEJ(daoldetarnodesopmirepusevaw IFS M 57 A

)1etoN(A0.3taegatloVdrawroFmumixaM V F 59.0 3.1 7.1 V

TtnerruCesreveRCDmumixaM A 52= OC
TegatloVgnikcolBCDdetaRta A 001= OC IR 0.5

05 Au

)2etoN(emiTyrevoceResreveRmumixaM TRR 53 sn

)3etoN(ecnatsiseRlamrehtmumixaM Rθ CJ 0.9 O W/C

egnaRerutarepmeTegarotSdnanoitcnuJgnitarepO TJ T, S TG 051+OT05- OC

NOTES:
1. Pulse Test with PW=300 usec, 2% Duty Cycle.
2. Reverse Recovery Tset Conditions:IF=0.5A,IR=1.0A,Irr=0.25A
3. Mounted on P.C. Board with 14mm2 (.013mm thick) copper pad areas.
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RATING AND CHARACTERISTIC CURVES

Fig.1- FORWARD CURRENT DERATING CURVE

Fig.4- TYPICAL INSTANTANEOUS FORWARD
CHARACTERISTICS

Fig.2- MAXIMUM NON - REPETITIVE SURGE CURRENT

Fig.3- TYPICAL REVERSE CHARACTERISTICS
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