
FEATURES MECHANICAL SPECIFICATION

Case:

Finish:

Soldering Temperature: 250 C maximum

Mounting Position: Any

Polarity: Color band denotes cathode

Weight: 0.6 Ounces (1.8 Grams)

�

Molded Epoxy (UL Flammability Rating 94V-0)

All external surfaces are silver plated for corrosion
resistance superior solderability

MECHANICAL DATA

INCHESMILLIMETERS

MIN

6.05

4.19

5.54

9.78

DIM

A

B

D

M

F

5° NOM

MAX MAX

6.20

5.60

4.45

10.29

0.165

MIN

0.385

0.238

0.218

0.405

0.244

0.220

5° NOM

0.175

VOID FREE VACUUM DIE SOLDERING FOR MAXIMUM
MECHANICAL STRENGTH AND HEAT DISSIPATION

INDUSTRY’S LARGEST DIE  FOR HIGHEST
POWER CAPABILITY

R
PROPRIETARY JUNCTION
PASSIVATION FOR SUPERIOR RELIABILITY AND
PERFORMANCE

SOFT GLASS

Very low forward voltage drop

Increased capacity by parallel operation

Protects expensive automotive electronics and
mobile equipment
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MAXIMUM RATINGS & ELECTRICAL CHARACTERISTICS
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Data Sheet No.  TSBD-5000-1A

50 AMP OVERVOLTAGE TRANSIENT SUPPRESSORS
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Tel.:  (310) 767-1052    Fax:  (310) 767-7958

DIOTEC   ELECTRONICS CORP

Gardena, CA 90248    U.S.A
18020 Hobart Blvd.,  Unit B
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0.216" Flat to Flat

Hex

Die Size:


