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SURFACE MOUNT SWITCHING DIODES
VOLTAGE 100 Volts 200mWatts

FEATURES
• Fast switching speed.

• Surface mount package Ideally Suited for Automatic insertion

• High Conductance

•  In compliance with EU RoHS 2002/95/EC directives

MECHANICAL DATA
  •  Case: SOT-363, Plastic

  •  Terminals: Solderable per MIL-STD-750, Method 2026

  •  Weight: approximately 0.006gram

POWER

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
    Ratings at 25OC ambient temperature unless otherwise specified.  For capacitive load, derate current by 20%.
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NOTE : 1. Reverse Bias Voltage = 0. f=1MHz
            2. I F=10mA to I R=1mA. VR=6V. Load=100Ω
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FIG.2-TYPICAL REVERSE CHARACTERISTICSFIG.2-TYPICAL REVERSE CHARACTERISTICS
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FIG.1-TYPICAL FORWARD CHARACTERISTICSFIG.1-TYPICAL FORWARD CHARACTERISTICS

FIG.3-POWER DERATING CURVEFIG.3-POWER DERATING CURVE
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MOUNTING PAD LAYOUT

•  Packing information

   T/R - 10K per 13" plastic Reel

   T/R - 3K per 7” plastic Reel

ORDER INFORMATION

LEGAL STATEMENT
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