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Multilayer Ceramic Chip Capacitors

SPECIFICATIONS NPO

NMC Series NPO
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DC VOLTS APPLIED
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VOLTAGE COEFFICIENT OF
CAPACITANCE ~ NPO
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TYPICAL NPO TEMPERATURE COEFFICIENT

Impedance vs. Frequency - NPO

FEATURES
•  CLASS I DIELECTRIC, TEMPERATURE  COMPENSATING
•  HIGH STABILITY OVER TIME, VOLTAGE AND
    TEMPERATURE CHANGES
•  LOW DIELECTRIC LOSS
•  NICKEL BARRIER TERMINATIONS AND EXCELLENT
    MECHANICAL STRENGTH
•  EIA MARKING AVAILABLE
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egnaRecnaticapaC 650.otFp74.0 µF

secnareloTecnaticapaC :Fp01woleB ± ,)B(Fp1.0 ± ,)C(Fp52. ± ;)D(Fp5.
:evobadnaFp01 ± ,)F(%1 ± ,)G(%2 ± )J(%5

egnaRerutarepmeTgnitarepO 55- o 521+otC oC

scitsiretcarahCerutarepmeT 0 ± /mpp03 oC

segatloVdetaR )segatloVrehgiHrofseireSH-CMNees(cdV001,cdV05,cdV52

rotcaFnoitapissiD seulavroF;C°52@%1.0Fp03>seulavroF < )FpniC(Cx02+004=QFp03

ecnatsiseRnoitalusnI -mhoM0001ro.nimsmhoM000,001 µ 52+@sselsirevehcihw).nim(F oC

egatloVgnidnatshtiWcirtceleiD 5rofegatloVdetaRfo%052 ± mumixamspmaillim05,sdnoces1

)E2-891-AIE(snoitidnoCtseT ≤ .xaMsmrV2.1,zhk1;Fp0001>ro.xaMsmrV2.1,zhM1;Fp0001

Capacitance Tolerance Code (see chart above)

PART NUMBERING SYSTEM
TRP   or   TRPLP    F

Lead Free Terminations

TRP = Tape & Reel Paper Carrier, TRP10 = 10K pcs per reel

Tape and Reel (Embossed Plastic
Carrier), TRPLP10 = 10K pcs per reel

NPO 471 J

Temperature Characteristic

Capacitance Code, expressed in pF, first 2 digits are
significant, 3rd digit is no. of zeros, “R” indicates
decimal for under 10pF

Voltage (Vdc)

500805NMC

Series
Size Code (see chart)

(100% Sn optional)
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NMC Series NPO

(CONSULT FACTORY
FOR CAPACITANCE

VALUES NOT LISTED)

NPO CAPACITOR SIZE CHART (mm)
eziSesaCAIE 1020 2040 3060 5080
LhtgneL 30.0±6.0 50.0±0.1 51.0±6.1 2.0±0.2

WhtdiW 30.0±3.0 50.0±5.0 51.0±8.0 2.0±52.1
T).xam(ssenkcihT 30.0±3.0 6.0 0.1 03.1
PhtdiWnoitanimreT 50.0±51.0 1.0±2.0 15.-21. 17.-52.

ecnaticapaC
egatloVgnikroW

01 61 52 05 61 52 05 52 05 001 52 05 001
Fp74.0

0.1
5.1
2.2
7.2
3.3
7.4
8.6
2.8
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21
51
81
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72
33
93
74
65
86
28
001
021
051
081
022
072
033
093
074
065
086
028
0001
0051
0081
0022
0072
0033
0074

Multilayer Ceramic Chip Capacitors

Termination:
Sn-Pb solder plate
finish over nickel
barrier over Ag base.
Also available with
100% Sn lead-free
plating finish.

T (max.)
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Multilayer Ceramic Chip Capacitors NMC Series NPO

eziSesaCAIE 6021 0121 2181 5222

LhtgneL 2.0±2.3 2.0±2.3 3.0±5.4 4.0±7.5

WhtdiW 2.0±6.1 2.0±5.2 52.0±2.3 52.0±53.6

T).xam(ssenkcihT 08.1 08.1 08.1 08.1

PhtdiWnoitanimreT 17.-52. 17.-52. 67.-52. 20.1-52.

ecnaticapaC
egatloVgnikroW

52 05 001 52 05 001 52 05 001 52 05 001

001

021

051

081

022

072

033

074

065

086

057

028

0001

0051

0081

0022

0072

0033

0093

0074

0065

0086

0028

10. µF

510.
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NPO CAPACITOR SIZE CHART (mm)


