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Peel-A-Way®

Single In-Line Adapters
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.100 Typ.
(2.54)

Terminal Type
-79 Shown

.005 Typ.
(.127)

Features:
• Peel away terminal carrier after soldering.

• Disposable terminal carrier.

• Complete soldering visibility on both sides
of PCB.

• Maximum air flow.

• Better flux rinse.

• No contact pull out due to extraction of
terminal carrier.

Terminals:
Terminal: Brass - Copper Alloy (C36000), 

ASTM-B-16

Plating:
Terminal: Gold over Nickel or 

Tin-Lead over Nickel
Contact: Gold over Nickel or 

Tin-Lead over Nickel

Body Material:
KSS - Polyimide Film 
Temp. range -269˚C to 400˚C 
(-452˚F to 752˚F)

Peel A-Way® Single In-Line Adapters

How To Order

KSA  032  -79   T   

Body Type
Peel-A-Way®

Terminal Plating
G - Gold 
T - Tin-Lead

Terminal TypeNumber of Pins 
2 - 100 position strips

Terminal Information
Type -79

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.030
(.76)

.018 Dia.
     (.46) Typ. 2

Type -80

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.070
(1.78)

.018 Dia.
     (.46) Typ. 2

Type -81

.072 Dia.
(1.83)

.125
(3.18)

.125
(3.18)

.085
(2.16)

.018 Dia.
     (.46) Typ. 2

Type -202

.160
(4.06)

.075
(1.91)

.156
(3.96).031

(.79)

.016 Dia.
(.41)

.072 Dia.
(1.83)

.018 Dia.
(.46)

.058 Dia.
(1.47)

Type -169

.040 Dia.
(1.02)

.072 Dia.
(1.83)

.137
(3.48)

.137
(3.48)

.040
(1.02)

Type -138

.155
(3.93)

.072
(1.83)

.070
(1.78)

.018 Dia.
(.46)

.072 Dia.
(1.83)

.025 Dia.
(.64)

Type -525

.040 Dia.
(1.02)

.018 Dia.
(.46)

.129
(3.28)

.031
(.79)

Type -526

.040 Dia.
(1.02)

.018 Dia.
(.46)

.110
(2.79)

.050
(1.27)

Type -574

.052 Dia.
(1.32)

.018 Dia.
(.46)

.144
(3.66)

.031
(.79)

Type -575

.052 Dia.
(1.32)

.018 Dia.
(.46)

.125
(3.18)

.050
(1.27)

Peel-A-Way® covered by patent rights issued and/or pending.

Quick turn delivery available on standard terminal types.

Additional terminal types available.
See terminal section for detailed terminal information.


