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T-50100 1:1:1 5000 25.0 10.5 60 1.3 3.9 A
T-50101 1:1:1 2000 16.0 8.2 37 0.8 2.5 A
T-50102 1:1:1  500 8.5 5.3 32 0.4 1.3 A
T-50103 1:1:1 200 5.0 4.2 18 0.3 0.9 A
T-50104 1:1:1 50 5.2 5.6 18 0.5 1.3 A
T-50105 1:1:1 20 3.2 4.1 21 0.4 0.9 A
T-50106 1:1:1 10 3.7 5.1 22 0.5 0.9 A
T-50109 1CT:1CT 5000 25.0 10.5 60 1.3 3.9 G
T-50110 1CT:1CT 2000 16.0 8.2 37 0.8 2.5 G
T-50111 1CT:1CT 500 8.5 5.3 32 0.4 1.3 G
T-50112 1CT:1CT 200 5.0 4.2 18 0.3 0.9 G
T-50113 1CT:1CT  50 5.2 5.6 18 0.5 1.3 G
T-50114 1CT:1CT  20 3.2 4.1 21 0.4 0.9 G
T-50115 1CT:1CT  10 3.7 5.1 22 0.5 0.9 G
T-50117 2CT:1CT 5000 25.0 10.5 60 1.3 3.9 G
T-50118 2CT:1CT 2000 16.0 11.0 19 1.8 2.5 G
T-50119 2CT:1CT 500 8.5 5.6 12 1.2 1.4 G
T-50120 2CT:1CT 200 5.0 3.2 8 0.8 0.9 G
T-50121 2CT:1CT 50 5.2 5.2 12 1.3 1.3 G
T-50122 2CT:1CT 20 5.8 7.5 12 1.5 1.3 G
T-50123 2CT:1CT 10 3.7 4.5 9 1.5 0.9 G

OFFERED IN A WIDE RANGE OF INDUCTANCES AND
RATIOS SUITED FOR A VARIETY OF APPLICATIONS

POPULAR "T6" PACKAGE

HIGH POTENTIAL TEST 500 Vrms min.

VARIATIONS IN ELECTRICAL PARAMETERS AND LEAD
LENGTHS ARE AVAILABLE.  FOR  A FULL  RANGE OF
SCHEMATICS, SEE PAGE 7.
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