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ECA 25W Attenuators 

Features: 

․ 25W average power 
․ 1kW peak power (5µs) 
․ 50Ω characteristic impedance 
․ Temperature: -55°C ~ +125°C 
․ Available connectors: N, BNC, SMA, TNC, 7/16  
  

 Specifications: 

Attenuation Value (dB) 
Part Number Frequency  

(GHz) 1 – 9 10 20 30 40 50 

VSWR 
(max.) Connector 

ECA25-xx-01 DC – 1.0 ± 0.40 ± 0.40 ± 0.40 ± 0.50 ± 0.50 ± 0.75 1.10 : 1 

ECA25-xx-02 DC – 2.0 ± 0.40 ± 0.40 ± 0.50 ± 0.50 ± 0.75 ± 1.00 1.15 : 1 

ECA25-xx-03 DC – 3.0 ± 0.40 ± 0.50 ± 0.60 ± 0.60 ± 1.00 ± 1.20 1.20 : 1 

ECA25-xx-04 DC – 4.0 ± 0.50 ± 0.60 ± 0.75 ± 0.75 ± 1.00 ± 1.50 1.25 : 1 

N 

NOTE: xx = attenuation value in dB 

 
Performance (VSWR): 

 

Outline Drawings: 
N TYPE MODEL 

 

 
Dimensions are in inches [mm]  
Tolerance ± 1% 
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