
Dimensions in mm (inches).Dimensions and specifications subject to change without notice.

•  •  •  •  •  •  •  •  •  •  •  •  •  •
The DV2 Series was designed to meet the needs for high
performance digital/analog interface between computer
graphics input devices and the computer monitor.  The DV2
supports Transmission Minimized Differential Signaling (TMDS),
and conforms to the standard by (DDWG) Digital Display
Working Group.

FEATURES

• Meets DDWG Standard

• EMI Shielded

• Digital and analog support in one connector

• Plug shell has grounding dimples, which
provide EMI shielding protection

GENERAL SPECIFICATIONS

Number of Contacts 24 signal 4 coaxial contacts
Analog/Digital, 24 contacts-Digital

Contact Spacing 1.905mm (.075")

Current Rating Signal contacts: 3 Amps
Coax contact: 1 Amp

Dielectric Withstanding Voltage 500 VAC r.m.s. (for one minute)

Insulation Resistance 1,000 megohms min.

Contact Resistance 25 milliohms max.

Operating Temperature -25°C to +85°C

Applicable Wire Size Signal contact: #28 AWG
Coax contact: #30 AWG,
75 ohms RGB coaxial cable

MATERIALS AND FINISHES
Description Materials/Finishes

Insulator PBT (White)

Location Plate Nylon 6-6

Shell Steel, Tin Plating

Signal Contact Copper connecting area: Gold 0.1µm (.000004") min.
over Nickel, Terminal area: Tin Lead Plating

Coaxial Contact Inner contact: Beryllium copper
Ground contact: Phosphor Bronze
Connecting area: Gold 0.1µm (.000004") min.
over Nickel, Terminal area: Tin Plating

Earth Lug Brass, Tin Plating
Screw Lock Steel, Tin Plating

                                   DV2    –    *        ***       ***

Series
Connector Type

P – Plug,  R – Receptacle
Contact Arrangement

024 – 24 Signal contacts
029 – 24 Signal contacts, 4 coaxial contacts

Mounting
N11 – with Screwlock
N12 – without Screwlock
M11 – Cable plug

ORDERING INFORMATION

DV2 SERIES CONNECTORS
1.905mm (.075") Contact Spacing, EMI Shielded, PCB-to-Cable Connectors

• Consult JAE for “Connector Profile”.
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RECEPTACLE: DV2R029N** • Analog & Digital

Applicable PCB Layout (Ref.)

Panel Cutout (Ref.)
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