
 

 

 

GENERAL DESCRIPTION 

  The HT4558 consists of two low noise, high 

performance operational amplifiers. It is specially 

suitable for applications in differential-in, 

differential-out as well as in industrial 

measurement tools and applications where gain 

and phase matched channels  are mandatory. 

The IC features monolithic silicon chip, 

internal frequency compensation, low noise, low 

distortion, wide operating voltage range, high gain 

and high bandwidth. The HT4558 can operate 

under dual power supply voltage up to ±20V or 

single power supply up to 40V. 

 

FEATURES 

 Power Supply Voltage: ±5V ～±20V. 

 Large DC voltage gain: 100 dB. 

 Large Common Mode Rejection Ratio:85 dB. 

 Power Supply Rejection Ratio: 95 dB. 

 Slew rate: 2V/µs 

 Package outline: DIP8, SOIC8 

 

 

APPLICATIONS 

 

 Audio AC-3 decoded system. 

 Audio amplifier 

 

 

 

 

 

Functional Diagram 

 

 

                       
                                          

1  of  64008-318-123sales@twtysemi.comhttp://www.twtysemi.com

Product specification

TDA4558



 

 

Pin Description 

 

 

 

Symbol Pin NO. Description 

OUT1 1 Output 1 

IN1- 2 Inverting input1 

IN1+ 3 Non- Inverting input1 

V- 4 VEE 

IN2+ 5 Non- Inverting input2 

IN2- 6 Inverting input2 

OUT2 7 Output 2 

V+ 8 VCC 

 

Absolute Maximum Ratings 

Parameter Symbol Value Unit 

Power Supply Voltage VCC +20 V 

VEE -20 

Differential Input Voltage VID ±30 V 

Input Voltage VIC ±15 V 

Power Dissipation PD DIP 500 mW 

SOIC 250 

Operating Temperature Range TOP 40 to 85 ℃ 

Storage Temperature Range TSTG 60 to 150 ℃ 
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Electrical Characteristics (Vcc=+15V,VEE =-15V,TA =25℃ unless otherwise specified) 

 
Parameter Conditions Min Typ Max Unit 

Supply Voltage  ±5  ±18 V 

Input Offset Voltage Rs10K   1 6 mV 

Input bias Current   60 500 nA 

Input Offset Current   5 200 nA 

Supply Current   3.5 5.8 mA 

Large Signal Voltage Gain RL  2K ,Vo=±10V 85 100  dB 

Common Mode Rejection 
Ratio 

Rs10K  70 85  dB 

Power Supply Rejection Ratio Rs10K  70 95  dB 

Output Voltage Swing RL  2K  ±10 ±13  V 

RL  10K  ±12 ±14  

Output Sink Current V=1V,V+=0V,Vo=2V  40  mA 

Output Source Current V=1V,V+=0V,Vo=2V  40  mA 

Slew Rate   2  V/µS 

Equivalent Input Noise Voltage RIAA,Rs=1K ,30kHz 
LPF 

 1  µVRMS

Gain Bandwidth Product f=10KHz  5  MHz 

 

Typical Performance Characteristics 
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PACKAGE DESCRIPTION 

 

 

SOP8 PACKAGE OUTLINE DIMENSIONS 

 

 

 

 

 

                       
                                          

5 of  64008-318-123sales@twtysemi.comhttp://www.twtysemi.com

Product specification

TDA4558



 

 

DIP8 PACKAGE OUTLINE DIMENSIONS 
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