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SH14 Portable Hard Drive

Storage
Capacity

Videos up to
(13G per hours)

Songs up to
(4 min per song)

500GB 100,000

150,000

38

57

125,000

187,000750GB

200,000 76 250,0001TB

Photos up to
(3.5MB per Photo)

Ordering Information

Capacity Model NumberColor EAN Code

500GB

750GB

Red

Red
Black

Black

ASH14-500GU3-CRD
ASH14-500GU3-CBK
ASH14-750GU3-CRD
ASH14-750GU3-CBK

ASH14-1TU3-CRD
ASH14-1TU3-CBK

4713435792629
4713435792612
4713435792643
4713435792636
4713435793107
4713435793091

1TB
Red
Black

Features
> SuperSpeed USB 3.0 Interface:

Equipped with a 2.5-inch 5,400 RPM hard drive and USB 3.0 transfer 
interface, achieving read/write performance up to 109MB/s.

> Military MIL-STD-810F Shockproof Standard:  
Tested at 26 drops on 8 corners, 12 edges, and 6 surfaces individually 

from a height of 122cm. Afterwards, the SH14 functions normally with 

    no mechanical failures.

> IPX4 Water-Resistant Standard: 
The product is put to the test against water penetration with the USB 

port sealed by the silicone cover. The SH14 is then sprayed with water 

at all angles at 10 liters/min, at a pressure of 80-100kN/m  for 5 minutes.

After spray test, the SH14 functions normally and free of mechanical failures.

> Unique Product design:
The exterior is constructed of silicone material is a curved grid pattern 

that provides a unique smooth and non-slip smooth surface.

109.6 MB/s

107.2 MB/s

29.5 MB/s
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34.7 MB/s
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Read
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Read

Write

1. Test software: ATTO               2. Hard disk: Toshiba 750GB
3. Test platform: X58A-UD3R     Note: Test results will vary according to hard drive and test platform.

Specifications
> Device Interface: SuperSpeed USB 3.0

 (backward compatible with USB 2.0/1.1)

> HDD Interface: 2.5" SATA

> Dimensions (L x W x H):  122.2 x 82.8 x 19.9mm
(4.76 x 3.26 x 0.78 in)

> Weight:  210g (0.46lb)

> Capacity: 500GB / 750GB / 1TB

> System Compatibility: Windows 2000, XP, Vista, 7 / Mac OS X 10.6 or later / Linux Kernel 2.6.31 or later

> Warranty: 3 years

> Temperature: Operating 5°C~50°C; Storage -20°C ~60°C

> Box Contents: USB 3.0 cable; Quick Install Guide
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