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Dimensions shown in mm
Specifications and dimensions subject to change

Cannon VG/CA-Bayonet

VG95234 Cannon d1 d2 d3 l1 l2 l3 l4 Weight1)

Part no. Part no. max. H13 –0,15 ±0,3 +0,4 ±0,2 ±0,3 g max.
VG95234A-10SL CA3102E10SL-**-B 16,2 3,2 18,2 24,7 14,2 2,8 25,4 12
– CA3102E12S-**-B 16,2 3,2 21,4 24,7 14,2 3,2 28,0 15
VG95234A-14S CA3102E14S-**-B 19,2 3,2 24,6 24,7 14,2 3,2 30,0 17
VG95234A-16S CA3102E16S-**-B 22,4 3,2 27,4 24,7 14,2 3,2 32,5 19
VG95234A-16 CA3102E16-**-B 22,4 3,2 27,4 33,8 19,0 3,2 32,5 22
VG95234A-18 CA3102E18-**-B 25,6 3,2 30,8 33,8 19,0 4,0 35,0 28
VG95234A-20 CA3102E20-**-B 29,0 3,2 34,2 33,8 19,0 4,0 38,0 33
VG95234A-22 CA3102E22-**-B 32,2 3,2 37,4 33,8 19,0 4,0 41,0 38
VG95234A-24 CA3102E24-**-B 35,3 3,7 40,9 33,8 20,6 4,0 44,5 46
VG95234A-28 CA3102E28-**-B 41,4 3,7 46,7 33,8 20,6 4,0 50,8 52
VG95234A-32 CA3102E32-**-B 47,8 4,3 53,4 33,8 22,2 4,0 57,0 64
VG95234A-36 CA3102E36-**-B 52,6 4,3 59,6 33,8 22,2 4,0 63,5 80
1) Weight without insulator

Box Mounting Receptacle

VG 95234 – Style A
CA 3102E-B and Modifications, see page 9

Receptacle for front panel mounting with square flange.
Threaded holes in flange not possible.

CA02L-B designates a receptacle for front panel mounting
with solder pin contacts to solder into printed circuits. All
pattern drawings upon request. For all other dimensions see
above table.

For contact arrangements with #16 and #12 contacts only.


