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			1N5988A - Static Protection Wrist Grounder; Body Material:Fabric RoHS Compliant: NA MASTIC PAD 27 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH MSTBP 2,5/21-ST-5,08 91 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH Sealing Tape; Tape Backing Material:Rubber; Width:0.75"; Roll Length:15ft; Color:Black RoHS Compliant: Yes 120 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH IC Socket; Leaded Process Compatible:Yes; No. of Contacts:14; Peak Reflow Compatible (260 C):No; Pitch Spacing:0.15"; Terminal Type:PC Board RoHS Compliant: Yes 12 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH Insulating Tape; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes Axial-Leaded 500 mW Zener Diodes Zener Voltage Regulator Diode 
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	Part No.	1N5988A 1N5993A 1N5987A 1N5989A 1N5997A 1N5996A 1N6029A 1N5990A 1N6002A 1N6003A 1N6027A 1N6031A 1N6021A 1N6022A 1N5985A 1N5991A 1N5992A 1N6004A 1N6000A 1N6000 1N6028A 1N5998A 1N5999A 1N6019A 1N5994A 1N6024A 1N6025A 1N5986A 1N6006A 1N5985 1N5986  

	Description	Static Protection Wrist Grounder; Body Material:Fabric RoHS Compliant: NA 
 MASTIC PAD 27 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
MSTBP 2,5/21-ST-5,08 91 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
Sealing Tape; Tape Backing Material:Rubber; Width:0.75"; Roll Length:15ft; Color:Black RoHS Compliant: Yes 120 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
IC Socket; Leaded Process Compatible:Yes; No. of Contacts:14; Peak Reflow Compatible (260 C):No; Pitch Spacing:0.15"; Terminal Type:PC Board RoHS Compliant: Yes 12 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH
Insulating Tape; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Axial-Leaded 500 mW Zener Diodes
Zener Voltage Regulator Diode
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)
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	Part: 1N5908
	Maker: ON/VISHA..
	Pack: DIP
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.36
	  
									100: $0.35
	1000: 
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 			 Full text search : Static Protection Wrist Grounder; Body Material:Fabric RoHS Compliant: NA MASTIC PAD 27 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH MSTBP 2,5/21-ST-5,08 91 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH Sealing Tape; Tape Backing Material:Rubber; Width:0.75"; Roll Length:15ft; Color:Black RoHS Compliant: Yes 120 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH IC Socket; Leaded Process Compatible:Yes; No. of Contacts:14; Peak Reflow Compatible (260 C):No; Pitch Spacing:0.15"; Terminal Type:PC Board RoHS Compliant: Yes 12 V, 0.48 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH Insulating Tape; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes Axial-Leaded 500 mW Zener Diodes Zener Voltage Regulator Diode   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SI3459DV 	Static Protection Wrist Grounder; Features:For use with Type 725 3M Wrist Strap Monitor; Four (29.4, 40.2, 4.99 & 11.5 MOhm) 1% 1/4W metal film resistor test plugs and case RoHS Compliant: NA
P-Channel 60-V (D-S) MOSFET
	Vishay Intertechnology,Inc.

	IDT71V124SA IDT71V124SA12PHI IDT71V124SA15PHI 	3.3V CMOS Static RAM 1 Meg (128K x 8-Bit) Center Power & Ground Pinout
	Integrated Device Techn...

	JT7579A-AS E007985 	CALCULATOR ALARM FUNCTION WRIST WATCH
From old datasheet system
	Toshiba

	RV4141 RV4141AN RV4141A RV4141AM 	   Low Power Ground Fault Interrupter
Low Power Ground Fault Interrupt Controller
Low Power Ground Fault Interrupter 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Low Power Ground Fault Interrupter POWER SUPPLY SUPPORT CKT, PDIP8
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor, Corp.

	BA2904SFVM-TR BA2904SFV-E2 BA2904FVM-TR BA2904WF-E	Standard Ground Sense Operational Amplifier
Low Offset Voltage Ground Sense Operational Amplifier
	ROHM

	BSP550 Q67000-S311 	From old datasheet system
MiniPROFET (High-side switch Short-circuit protection Input protection Overtemperature protection with hysteresis)
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	BA10324 BA10324A BA10324AF BA10324AFV BA10324A/AF/	   Quad ground sense operational
Standard Linear LSIs > Operational amplifier > Operational amplifier
Quad ground sense operational amplifier
Quad ground sense operational 四地面作战意
	ROHM[Rohm]
Rohm Co., Ltd.

	BSP452 Q67000-S271 	MiniPROFET (High-side switch Short-circuit protection Input protection Overtemperature protection with hysteresis) 1.5 A BUF OR INV BASED PRPHL DRVR, PDSO4
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	BTS650P 	Smart Highside High Current Power Switch (Overload protection Current limitation Short circuit protection Overtemperature protection)
	SIEMENS[Siemens Semiconductor Group]

	BTS555 	Smart Highside High Current Power Switch (Overload protection Current limitation Short circuit protection Overtemperature protection)
	SIEMENS[Siemens Semiconductor Group]

	BTS550P 	Smart Highside High Current Power Switch (Overload protection Current limitation Short circuit protection Overtemperature protection)
From old datasheet system
	Siemens Semiconductor Group
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