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			AD53032 - Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes High Performance Driver/Comparator Active Load on a Single Chip DRIVER/COMPARATOR/LOAD: A Single Chip that Performs the Pin Electronics Functions of Driver, Comparator and Active Load in ATE VLSI and Memory Testers 
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	Part No.	AD53032 AD53032JSTP   

	Description	Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 High Performance Driver/Comparator Active Load on a Single Chip
DRIVER/COMPARATOR/LOAD: A Single Chip that Performs the Pin Electronics Functions of Driver, Comparator and Active Load in ATE VLSI and Memory Testers
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			 Related Part Number
	
					PART	Description	Maker
	M30612MA-323FP M30612MC-213FP M30612MC-211FP M3061	16-BIT, MROM, 10 MHz, MICROCONTROLLER, PQFP100
SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER 单片16位CMOS微机
MICA RoHS Compliant: No 单片16位CMOS微机
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:15pF; Capacitance Tolerance: /- 5%; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric, Corp.
Mitsubishi Electric Corporation

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]

	BCR12KM-14 	Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
MEDIUM POWER USE INSULATED TYPE/ PLANAR PASSIVATION TYPE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	DDTBLO-R1U DDTB122TU-7 DDTB142JU-7 DDTB122LU-7 DDT	From old datasheet system
PNP PRE-BIASED 500 mA SOT-323 SURFACE MOUNT TRANSISTOR
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:27000uF RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes Inc.

	DDTD143TC DDTD143EC DDTD143EC-7 DDTD123EC DDTD123E	From old datasheet system
NPN PRE-BIASED 500 mA SOT-23 SURFACE MOUNT TRANSISTOR 500 mA, 40 V, NPN, Si, SMALL SIGNAL TRANSISTOR
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes, Inc.

	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM
IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	CA206.8PF/-1PF500V CA204.7PF/-1PF500V CA131470PF/-	CAPACITOR, MICA, 500 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 500 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 250 V, 0.00047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 250 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 250 V, 0.0000047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT AXIAL LEADED
	Lattice Semiconductor, Corp.
TE Connectivity, Ltd.
ITT, Corp.
Bel Fuse, Inc.
IRC Advanced Film
Electronic Theatre Controls, Inc.

	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp

	MCH38FM560J MCHN38FM560J 	MICA CHIP CAPACITANCE=56 VOLT=4000 CAPACITOR, MICA, 4000 V, 0.000056 uF, SURFACE MOUNT, 3838
	Cornell Dubilier Electronics, Inc.

	TS23 	MICA CAPACITOR
	Suntan Capacitors
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