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	Part No.	BYW178   

	Description	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18-15; No. Strands x Strand Size:19 x 28, 19 x 30; Jacket Material:Polyvinylchloride 
 From old datasheet system
Very Fast Silicon Mesa Rectifier
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						 Vishay Intertechnology,Inc. 
 VISAY[Vishay Siliconix]
Vishay Telefunken
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			 Related Part Number
	
					PART	Description	Maker
	PIC16LF870T/PQ PIC16LF870T/PT PIC16F871T-I/P PIC16	12MHZ CERAMIC RES,SMT
CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT
Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes
128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器
28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器
SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器
	Microchip Technology Inc.
Microchip Technology, Inc.

	1.5CE27A 1.5CE47CA 1.5CE11A 1.5CE82CA 1.5CE11CA 1.	Leaded Zener Diode Transient Supressor
Shielded Multiconductor Cable; Number of Conductors:24; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:12 RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:32; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:16 RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:10; No. Strands x Strand Size:105 x 30; Jacket Material:Rubber; Temperature Max:60 C; Voltage Nom.:600V RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Rubber; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
1.5W TRANSIENT SUPPRESSOR 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-201
1.5W TRANSIENT SUPPRESSOR 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-201
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:10; No. Strands x Strand Size:105 x 30; Jacket Material:Rubber; Temperature Max:60 C; Voltage Nom.:600V 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-201
	CENTRAL[Central Semiconductor Corp]
Central Semiconductor Corp.
Central Semiconductor, Corp.

	M48T212Y-85MH6 M48T212Y-85MH1TR M48T212Y-70MH1 M48	Shielded Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Temperature Max:80 C RoHS Compliant: Yes
5V/3.3V TIMEKEEPER[ CONTROLLER 5V/3.3V计时[控制
	意法半导
STMicroelectronics N.V.

	Q62703-Q3855 Q62703-Q3159 Q62703-Q3424 Q62703-Q309	Hyper TOPLED Hyper-Bright LED SINGLE COLOR LED, AMBER, 2.4 mm
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyolefin; Number of Pairs:2; Leaded Process Compatible:Yes; Approval Bodies:NEC; Capacitance:34pF/ft RoHS Compliant: Yes
DIODE FRED 1000V 60A TO-247AD
	SIEMENS AG
Siemens Group
SIEMENS[Siemens Semiconductor Group]

	SFR16-XXX SFR16R-1 SFR16R-XXX SFR8R-1_5STE1 SFR10R	0.8nn FLEX CIRCUIT/FLAT CABLE/CIC SURFLOK SFR SERIES 0.8nn柔性电扁平电缆/议会SURFLOK的SFR系列
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Shielding Coverage:1% RoHS Compliant: Yes 0.8nn柔性电扁平电缆/议会SURFLOKSFR系列
	http://
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	BYW178 	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18-15; No. Strands x Strand Size:19 x 28, 19 x 30; Jacket Material:Polyvinylchloride
From old datasheet system
Very Fast Silicon Mesa Rectifier
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	BYT41M BYT41 BYT41A BYT41B BYT41D BYT41G BYT41J BY	Multiconductor Cable; Number of Conductors:15; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes 快速软恢复整流
Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes
Fast Soft Recovery Rectifier
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Telefunken
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	BYW27-800 BYW27-100 BYW27-200 BYW27-400 BYW27-50 B	   SILICON RECTIFIERS
Multiconductor Cable; Number of Conductors:8; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Leaded Process Compatible:Yes; Capacitance:13pF/ft RoHS Compliant: Yes
Paired Cable; Number of Conductors:1; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Capacitance:13pF/ft; Conductor Material:Copper; Impedance:110ohm RoHS Compliant: Yes
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	TG1.8.682J TM1.4.332JNBSP TM1.4.332J RTH22ES682J T	Positive - Temperature - Coefficient Silicon Thermistors
From old datasheet system
SENSISTORS SILICON THERMISTORS
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4 RoHS Compliant: Yes 硅热敏电
POSITIVE TEMPERATURE COEFFICIENT SILICON THERMISTORS 硅正温度系数热敏电阻
	List of Unclassifed Manufacturers
MICROSEMI[Microsemi Corporation]
ETC[ETC]
Electronic Theatre Controls, Inc.
Microsemi, Corp.

	DS1217M 1217M DS1217M4-25 DS1217 DS1217M1_2-25 DS1	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Nonvolatile Read/Write Cartridge
From old datasheet system
	Dallas Semiconducotr
DALLAS[Dallas Semiconductor]
MAXIM - Dallas Semiconductor

	AM27S31_B3A AM27S31_BUA AM27S31_BJA AM27S31 AM27S3	(512X8) Bipolar PROM 12X8）双极胎膜早
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:56pF/ft RoHS Compliant: Yes
	Advanced Micro Devices, Inc.

	BYT30P-400 -BYT30P-400 	Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:600V RoHS Compliant: Yes
FAST RECOVERY RECTIFIER DIODES
	意法半导
STMICROELECTRONICS[STMicroelectronics]



				
	 
	 Related keyword From Full Text Search System
	

					
						BYW178 speed	
						BYW178 Crystals	
						BYW178 video	
						BYW178 surface	
						BYW178 reference voltage
	
						BYW178 semiconductor	
						BYW178 gate threshold	
						BYW178 pin	
						BYW178 Reference	
						BYW178 noise


				
	 



		 


	
		
Price & Availability of BYW178 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.26248288154602















