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			MAX3238E -  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins 卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)  3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins ±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins 
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	Part No.	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX3248EEAI MAX3248E   

	Description	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins 
 卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
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						 MAXIM - Dallas Semiconductor 
 Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
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	Part: MAX3238EAI
	Maker: MAXIM
	Pack: SSOP
	Stock: 552
	Unit price 
									for :
	    
									50: $1.97
	  
									100: $1.87
	1000: 
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 			 Full text search :  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins 卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)  3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins ±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins  3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EKIN2-950 	QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 32-QFN
QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN 模拟IC
	M/A-COM Technology Solutions, Inc.

	ISL83387EIVZ-T ISL83387 ISL83387EIV ISL83387EIV-T 	 /-15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown and a Separate Logic Supply( /-15kV ESD防护,  3V5.5V, 1微安, 250kbps, RS-232收发带增强型自动关断功能和一个独立的逻辑电源)
	INTERSIL[Intersil Corporation]

	ICL3207 ICL3207CA ICL3207CAZ ICL3207CB ICL3207CBZ 	Low Power/  3V to  5.5V/ 250kbps/ RS-232 Transmitters/Receivers
Low Power,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
RS-232 Transceiver, 5T/3R,  3V to 5.5V, 250kbps, 13KV ESD, Auto Powerdown
	INTERSIL[Intersil Corporation]

	MAX3222E MAX3222E-MAX3246E MAX3232E MAX3237E MAX32	 -15kV ESD-protected, down to 10nA, 3.0V to5.5V, up to 1Mbps, true RS-232 transceiver.
±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V,Up to 1Mbps, True RS-232 Transceivers
15kV ESD-Protected Down to 10nA 3.0V to 5.5V Up to 1Mbps True RS-232 Transceivers
From old datasheet system
【15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
	Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ICL3224E ICL3226E ICL3244E 	±15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown(±15kV ESD 防护,  3V5.5V, 1微安, 250kbps, RS-232收发器，具有增强型自动关断功
卤15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown(卤15kV ESD ?叉?,  3V??5.5V, 1寰??, 250kbps, RS-232?跺?????锋?澧?己????ㄥ??????
	Intersil Corporation

	MAX3160ECAP MAX3160EEAP MAX3161EEAG MAX3162EEAI MA	卤5kV ESD-Protected,  3.0V to  5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers
 5kV ESD-Protected,  3.0V to  5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
Octal LVDS Receiver 38-TSSOP -40 to 85
	Maxim Integrated Products, Inc.
MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC

	ICL3224 ICL3226 ICL3238 ICL3244IA 	RS-232 Transceiver, 5T/3R,  3V to 5.5V, 250kbps, Enhanced Auto Powerdown
RS-232 Transceiver, 1T/1R,  3V to 5.5V, 250kbps, Enhanced Auto Powerdown
RS-232 Transceiver, 2T/2R,  3V to 5.5V, 250kbps, Enhanced Auto Powerdown
1 Microamp,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	Intersil Corporation

	ST3222E ST3222EBD ST3222EBDR ST3222EBPR ST3222EBTR	15 KV ESD PROTECTED 3 TO 5.5V, LOW POWER, UP TO 250KBPS RS-232 DRIVERS AND RECEIVERS
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
【15KV ESD-PROTECTED, 3 TO 5.5V, LOW POWER, UP TO 250KBPS, RS-232 DRIVERS AND RECEIVERS
±15KV ESD-PROTECTED, 3 TO 5.5V, LOW POWER, UP TO 250KBPS, RS-232 DRIVERS AND RECEIVERS
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]

	ISL4221E ISL4221EIR-T ISL4221EIR ISL4223EIR-T ISL4	QFN Packaged,  /-15kV ESD Protected,  2.7V to  5.5V, 150Nanoamp, 250kBps, RS-232 Transmitters/Receiv
QFN Packaged  /-15kV ESD Protected  2.7V to  5.5V 150Nanoamp 250kBps RS-232 Transmitters/Receivers
QFN Packaged/  /-15kV ESD Protected/  2.7V to  5.5V/ 150Nanoamp/ 250kBps/ RS-232 Transmitters/Receivers
RS-232 Transceiver, 2T/2R,  2.7V to  5.5V, 250kbps, 15KV ESD (IEC61000), Auto Powerdown
RS-232 Transceiver, 1T/1R,  2.7V to  5.5V, 250kbps, 15KV ESD (IEC61000), Auto Powerdown
	INTERSIL[Intersil Corporation]

	ICL3226E ICL3244ECA ICL3244ECA-T ICL3244ECAZ ICL32	RS-232 Transceiver, 1T/1R,  3V to 5.5V, 250kbps, 15KV ESD (IEC61000), Enhanced Auto Powerdown
RS-232 Transceiver, 2T/2R,  3V to 5.5V, 250kbps, 15KV ESD (IEC61000), Enhanced Auto Powerdown
15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	INTERSIL[Intersil Corporation]

	ISL83387EIV-T ISL83387E ISL83387EIV 	 /-15kV ESD Protected, 3#V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown and a Separate Logic Supply
 /-15kV ESD Protected/ 3#V to  5.5V/ 1Microamp/ 250kbps/ RS-232 Transceivers with Enhanced Automatic Powerdown and a Separate Logic Supply
RS-232 Transceiver, 3T/3R,  3V to  5.5V, 250kbps, 15KV ESD (IEC61000), Auto Powerdown with VL
	INTERSIL[Intersil Corporation]

	MAX3246E 	&#177.15kV ESD-Protected.Down to 10nA.3.0V to 5.5V.Up to 1Mbps.True RS-232 Transceivers
	Maxim Integrated Products, Inc.
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