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			MAX3483E - Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8 3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85 3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers 3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered,  15,15kV ESD-Protected, 12Mbps 



		
			
					
						
						[image: MAX3483E_112274.PDF Datasheet]



					
				
					 		
	Part No.	MAX3483E MAX3483ECPA MAX3483ECSA MAX3483EEPA MAX3483EESA MAX3483E-MAX3491E MAX3485ECPA MAX3485ECSA MAX3485EEPA MAX3485EESA MAX3486E MAX3486ECPA MAX3486ECSA MAX3486EEPA MAX3486EESA MAX3488ECPA MAX3488ECSA MAX3488EEPA MAX3488EESA MAX3490E MAX3490EEP MAX3485E MAX3491ECP MAX3491EES MAX3490ECSA MAX3490ECPA MAX3490EESA MAX3490EEPA MAX3491E MAX3491ECSD MAX3491ECPD  

	Description	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 
 3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8
3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers
3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,15kV ESD-Protected, 12Mbps
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						 MAXIM INTEGRATED PRODUCTS INC 
 Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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	Part: MAX3483ECPA+
	Maker: Maxim Integrated Products
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
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 			 Full text search : Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8 3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85 3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers 3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers 3.3V-Powered,  15,15kV ESD-Protected, 12Mbps   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	5962F9583403VXX 5962F9583403VXC 5962F9583403VXA 	LVDS quad receiver:SMD. QML class V. Total dose 3E5 rad(Si). Lead finish factory option.
LVDS quad receiver:SMD. QML class V. Total dose 3E5 rad(Si). Lead finish gold.
LVDS quad receiver:SMD. QML class V. Total dose 3E5 rad(Si). Lead finish not solder dipped.
	Aeroflex Circuit Technology

	ADN4666 ADN4666ARUZ ADN4666ARUZ-REEL7 ADN4666ARZ A	3 V, LVDS, Quad CMOS Differential Line Receiver; Package: 16-pin; Temperature Range: -40&#176;C to  125&#176;C QUAD LINE RECEIVER, PDSO16
	Analog Devices, Inc.

	MAX9179 MAX9179ETE MAX9179EUE 	Quad LVDS Receiver with Hysteresis
	MAXIM[Maxim Integrated Products]

	MAX392 MAX392C_D MAX392CPE MAX392CSE MAX392CUE MAX	Precision, Quad, SPST Analog Switches
Precision / Quad / SPST Analog Switches
Replaced by SN65LV1224B : 1:10 LVDS Serdes Receiver 100 - 660Mbps 28-SSOP -40 to 85
10:1 LVDS Serdes Transmitter 100 - 660Mbps 32-QFN -40 to 85
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	CS5821 	21:3 LVDS Receiver
	N.A.
ETC[ETC]

	MAX3095 MAX3095CEE MAX3095CPE MAX3095CSE MAX3095EE	±15kV ESD-Protected, 10Mbps, 3V/5V, Quad RS-422/RS-485 Receivers
【15kV ESD-Protected, 10Mbps, 3V/5V, Quad RS-422/RS-485 Receivers
From old datasheet system
±15kV ESD-Protected, 10Mbps, 3V/5V,Quad RS-422/RS-485 Receivers
15kV ESD-Protected / 10Mbps / 3V/5V / Quad RS-422/RS-485 Receivers
Video/Imaging Fixed-Point Digital Signal Processor 548-FC/CSP QUAD LINE RECEIVER, PDSO16
Replaced by TMS320C6455 : QUAD LINE RECEIVER, PDSO16
	MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	THC63LVD104S 	112MHZ 30BITS COLOR LVDS RECEIVER
	THine Electronics, Inc.

	SN65LV1224BDB 	1:10 LVDS Serdes Receiver 100 - 660Mbps
	TI

	MAX9115 MAX9115EXK-T 	Single LVDS Line Receiver in SC70
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	NB4N527SMNR2 NB4N527SMNR2G NB4N527SMNG NB4N527S NB	3.3V, 2.5Gb/s Dual AnyLevel to LVDS Receiver/Driver/Buffer/Translator with Internal Input Termination
3.3V, 2.5Gb/s Dual AnyLevel⑩ to LVDS Receiver/Driver/Buffer/Translator with Internal Input Termination
	ONSEMI[ON Semiconductor]

	V386GT V386 V386G V386GLF V386GLFT 	From old datasheet system
8-BIT LVDS RECEIVER FOR VIDEO
	ICST[Integrated Circuit Systems]
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