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			MAX6613 - Low-Voltage Analog Temperature Sensor in an SC70 Package 
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			 Related Part Number
	
					PART	Description	Maker
	5962-9669202HTA 5962-9669203HTA 5962-9669201HXC 59	Low-Voltage, 2, SPST, CMOS Analog Switches
Low-Voltage, Dual DPDT/Quad SPDT Analog Switches in QFN
x8 Flash EEPROM x8闪存EEPROM
Fault-Protected, Low-Voltage, Quad SPST Analog Switches x8闪存EEPROM
Low-Voltage, 60O, 4:1 Analog Multiplexer in QFN x8闪存EEPROM
	Brady, Corp.

	LTC4311CDC-TRMPBF LTC4311CDC-TRPBF LTC4311CSC6-TRM	Low Voltage IC/SMBus Accelerator
Low Voltage I2C/SMBus Accelerator; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO6
Low Voltage I2C/SMBus Accelerator; Package: SC70; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO6
Low Voltage I2C/SMBus Accelerator; Package: DFN; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO6
	Linear Technology, Corp.

	ISL4314004 ISL43142IVZ ISL43140 ISL43140IB ISL4314	   Low-Voltage, Single and Dual Supply, High Performance, Quad SPST, Analog Switches
Analog Switch, SPST, Quad, NOpen, Ron = 50, Single and Dual Supply, V to V or  2V to  12V, Ron Matched
Analog Switch, SPST, Quad, 2xNOpen/2xNClosed, Ron = 50 Single and Dual Supply, V to V or  2V to  12V, Ron Matched
Low-Voltage, Single and Dual Supply, High Performance, Quad SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO16
Low-Voltage, Single and Dual Supply, High Performance, Quad SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PQCC16
Low-Voltage, Single and Dual Supply, High Performance, Quad SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO16
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	TMP36GS-REEL TMP36GS-REEL7 TMP37GS-REEL TMP35GS-RE	Voltage Output Temperature Sensors
Low Voltage Temperature Sensor Vo=500
	Analog Devices

	424H4B-L1 428L4EX-L1 428H4EX-L1 428H4EX-L7 428L4EX	Resistor-Programmable SOT Temperature Switches
Analog IC
Low-Cost, 2.7V to 5.5V Temperature Switches in a SOT23 模拟IC
	Electronic Theatre Controls, Inc.

	ISL84543CB ISL84543 ISL84543CP ISL84543IH-T ISL845	Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP8
1024 x 36 synchronous FIFO Memory 120-HLQFP 0 to 70 低电压，单电源，双路SPST，SPDT模拟开
Low-Voltage Single Supply Dual SPST SPDT Analog Switches
Low-Voltage/ Single Supply/ Dual SPST/ SPDT Analog Switches
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	AD7507JN AD7507SE AD7507SD/883B AD7507SE/883B AD75	7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
8-Channel Analog Multiplexer
Nanopower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost Dual and Triple 300MHz Current Feedback Amplifiers with Shutdown; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
Single 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 8通道模拟多路复用
	Analog Devices, Inc.

	DG9409DN DG9408 DG9408DN DG9409 	Preciison Dual 4-Ch Low Voltage Analog Multiplexer
Precision 8-Ch/Dual 4-Ch Low Voltage Analog Multiplexers
	VISAY[Vishay Siliconix]

	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX4634 MAX4634ETB MAX4634EUB 	Fast, Low-Voltage, 4 Ohm, 4-Channel CMOS Analog Multiplexer 4-CHANNEL, SGL ENDED MULTIPLEXER, PDSO10
Fast / Low-Voltage / 4 / 4-Channel CMOS Analog Multiplexer
Fast, Low-Voltage, 4, 4-Channel CMOS Analog Multiplexer
Fast, Low-Voltage, 4з, 4-Channel CMOS Analog Multiplexer
Fast, Low-Voltage, 4? 4-Channel CMOS Analog Multiplexer
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	ISL84780 ISL84780NBSP 	Ultra Low ON-Resistance, Low Voltage, Single Supply, Quad 2:1 Analog Multiplexer
Analog Multiplexer - Datasheet Reference
	Intersil Corporation
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