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			 Related Part Number
	
					PART	Description	Maker
	1.5KE36A-G 1.5KE36CA-G 1.5KE7.5A-G 1.5KE600CA-G 1.	Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=30.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=6.4V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=513V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=1500Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=9.4V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=11.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=43.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=85.5V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=8.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=20.5V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=23.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=10.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=40.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=33.3V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=12.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=64.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=15.3V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=28.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=25.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=53V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=58.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=376.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=18.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=36.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=470.3V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=94V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=102V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=111V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=214V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=427.5V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=77.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=13.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=7.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=128V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=145V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=299.3V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=5.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=185V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=154V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=136V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=17.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=47.8V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=171V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=513V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=6.4V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=1500Watts, V-RWM=342V, Tolerance=5%
	Comchip Technology

	NTE5296A NTE5240A NTE5241A NTE5242A NTE5243A NTE52	50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 52.0V. Zener test current Izt = 240mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 33.0V. Zener test current Izt = 380mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 180.0V. Zener test current Izt = 68mA.
50 Watt Zener Diodes ±5% Tolerance
50 Watt Zener Diodes 5% Tolerance
50 WATT ZENER DIODES 【5% TOLERANCE
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 13.0V. Zener test current Izt = 960mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 43.0V. Zener test current Izt = 290mA.
	NTE[NTE Electronics]
Fujitsu, Ltd.
NTE Electronics, Inc.

	TVJ10B100J-HF TVJ10B110J-HF TVJ10B110JB-HF TVJ10B1	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=15V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=18V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=22V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=24V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=1000Watts, V-RWM=28V, Tolerance=5%
	Comchip Technology

	UHE0J152 UHE0J153 UHE0J122 UHE0J183 UHE0J182 UHE0J	16V 200 mW SOD-923 Zener 2% Tolerance
16V 200 mW SOD-923 Zener 5% Tolerance
15V 200 mW SOD-923 Zener 5% Tolerance
18V 200 mW SOD-923 Zener 5% Tolerance
18V 200 mW SOD-923 Zener 2% Tolerance
24V 200 mW SOD-923 Zener 5% Tolerance
2.7V 200 mW SOD-923 Zener 2% Tolerance 铝电解电容器
20V 200 mW SOD-923 Zener 5% Tolerance 铝电解电容器
3.9V 200 mW SOD-923 Zener 2% Tolerance 铝电解电容器
3.3V 200 mW SOD-923 Zener 2% Tolerance
	Nichicon Corporation
Nichicon, Corp.

	3EZ12D5 3EZ4.3D5 3EZ10D5 3EZ5.6D5 3EZ100D5 3EZ110D	3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -20% tolerance.
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -10% tolerance.
   3W SILICON ZENER DIODE
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
娴???洪??靛??ㄤ欢??????
http://
Jinan Gude Electronic D...

	VN920DSO VN920D-B513TR -VN920D-B513TR 	INDUCTOR, AXIAL, 220UH; Inductor type:Choke; Inductance:220uH; Tolerance, inductance: /-20%; Resistance:2.6R; Current, DC max:0.5A; Frequency
INDUCTOR, AXIAL, 100UH; Inductor type:Choke; Inductance:100uH; Tolerance, inductance: /-20%; Resistance:0.65R; Current, DC max:1A; Frequency, resonant:55MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
INDUCTOR, AXIAL, 56UH; Inductor type:Choke; Inductance:56uH; Tolerance, inductance: /-20%; Resistance:0.3R; Current, DC max:1.5A; Frequency, resonant:70MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	意法半导

	TVP04A100CA-G TVP04A101A-G TVP04A101CA-G TVP04A110	Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=8.6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=85.5V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=85.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=110Watts, V-RWM=9.4V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=94V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10.2V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10.2V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=94V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11.1V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=111V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=111V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=12.8V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=12.8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=13.6V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=13.6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=8.6V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9.4V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=102V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11.1V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=128V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=128V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=136V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=136V, Tolerance=5%
	Comchip Technology

	1812LS-333XKBC 1812LS-104XKBC 1812LS-104XKBB 	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance.
1 ELEMENT, 100 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	COILCRAFT INC

	ZL50073NBSP ZL50073 ZL50073GAC 	32 K Channel Digital Switch with High Jitter Tolerance, Rate Conversion per Group of 4 Streams (8, 16, 32 or 64 Mbps)
From old datasheet system
32 K Channel Digital Switch with High Jitter Tolerance, SONET/SDH Clock Multiplier PLL
	ZARLINK[Zarlink Semiconductor Inc]

	8230-90-RC 8230-94-RC 8230-78-RC 8230-76-RC 8230-5	Inductor; Series:8230; Inductance:820uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3.8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:100nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:690MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.1 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:220uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:9MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 220 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:39uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:22MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:15uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:35MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 15 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:18uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:32MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:27uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:22MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:2.7uH; Inductance Tolerance: /- 10 %; Q Factor:37; Self Resonant Frequency:100MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 2.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:560nH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:300MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.56 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:6.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 6.8 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:28; Self Resonant Frequency:140MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:4.7uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:75MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:3.3uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:90MHz; Core Material:Iron; Leaded Process Compatible:Yes
	Bourns, Inc.
BOURNS INC

	M28W320EBB85ZB1T M28W320EBT85N1T M28W320EBB85N1T M	Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 12.7 V; VZ min.: 11.4 V; VZ nom: 12 V
surface mount silicon Zener diodes
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 15.6 V; VZ min.: 13.8 V; VZ nom: 15 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 11.6 V; VZ min.: 10.4 V; VZ nom: 11 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 10.6 V; VZ min.: 9.4 V; VZ nom: 10 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.5 V; VZ min.: 3.1 V; VZ nom: 3.3 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 14.1 V; VZ min.: 12.4 V; VZ nom: 13 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.6 V; VZ min.: 2.2 V; VZ nom: 2.4 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.9 V; VZ min.: 2.5 V; VZ nom: 2.7 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.2 V; VZ min.: 2.8 V; VZ nom: 3 V
32 Mbit (2Mb x16, Boot Block) 3V Supply Flash Memory 32兆位（处理器x16插槽，引导块V电源快闪记忆
	意法半导
STMicroelectronics N.V.

	P6KE380A-G P6KE520CA-G P6KE33CA-G P6KE82CA-G P6KE1	Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=324.9V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=28.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=128V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=600Watts, V-RWM=77.8V, Tolerance=5%
	Comchip Technology
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