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			 Related Part Number
	
					PART	Description	Maker
	ATV04A360JB-G ATV04A580J-G ATV04A580JB-G ATV04A7V0	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=170V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	IN5179 IN4829 IN4830 1N5179 IN4453 MZ2361 1N4156 1	STABISTORS Also, Tight Tolerance STABISTORS此外，紧公差
STABISTORS Also, Tight Tolerance SILICON, STABISTOR DIODE, DO-35
IC,LIN,CMOS,SOP,CODEC,24PIN, STABISTORS此外，紧公差
IC, CMOS, SNG CHAN CODEC, SMD SSOP-20 PKG STABISTORS此外，紧公差
IC/53C318165  D  1MW 70 MP U9S
(MPD100 - MPD400) STABISTORS Also / Tight Tolerance
STABISTORS Also/ Tight Tolerance
AXIAL LEAD DIODES
STABISTORS Also Tight Tolerance
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	1N974B 1N963B 1N965B 1N962B 1N970B 1N960B 1N968D 1	0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 30V. Test current 4.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 75V. Test current 1.7mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 39V. Test current 3.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 160V. Test current 0.80mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -20% tolerance.
0.5W SILICON ZENER DIODES
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
PC 4/ 5-ST-7,62 .5W硅稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 200V. Test current 0.65mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 7.5V. Test current 16.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 130V. Test current 0.95mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 51V. Test current 2.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 47V. Test current 2.7mA.  -10% tolerance.
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
Semtech, Corp.
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic D...

	VN920-B5 VN920SOTR-E 	SINGLE CHANNEL HIGH SIDE SOLID STATE RELAY
INDUCTOR, AXIAL, 12UH; Inductor type:Choke; Inductance:12uH; Tolerance, inductance: /-20%; Resistance:0.04R; Current, DC max:4A; Frequency, resonant
INDUCTOR, AXIAL, 22UH; Inductor type:Choke; Inductance:22uH; Tolerance, inductance: /-20%; Resistance:0.07R; Current, DC max:3A; Frequency, resonant:110MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	STMicroelectronics
意法半导

	TV02W150B-G TV02W120B-G TV02W280B-G TV02W330B-G TV	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=28V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=75V, Tolerance=5%
	Comchip Technology

	ATV50C101J-HF ATV50C101JB-HF ATV50C110J-HF ATV50C1	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=40V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=5000Watts, V-RWM=13V, Tolerance=5%
	Comchip Technology

	8230-90-RC 8230-94-RC 8230-78-RC 8230-76-RC 8230-5	Inductor; Series:8230; Inductance:820uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3.8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:100nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:690MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.1 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:220uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:9MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 220 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:39uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:22MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:15uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:35MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 15 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:18uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:32MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:27uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:22MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:2.7uH; Inductance Tolerance: /- 10 %; Q Factor:37; Self Resonant Frequency:100MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 2.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:560nH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:300MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.56 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:6.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 6.8 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:28; Self Resonant Frequency:140MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:4.7uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:75MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:3.3uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:90MHz; Core Material:Iron; Leaded Process Compatible:Yes
	Bourns, Inc.
BOURNS INC

	1008CS-152XKLC 1008CS-681XKLC 1008CS-471XKLB 1008C	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 1.5 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.68 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.47 uH, GENERAL PURPOSE INDUCTOR, SMD
RF inductor, ceramic core, 5% tol, SMT, RoHS 1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.15 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 0.1 uH, GENERAL PURPOSE INDUCTOR, SMD
OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance. 1 ELEMENT, 2.2 uH, GENERAL PURPOSE INDUCTOR, SMD
	Coilcraft, Inc.

	1812CS-103XKBC 	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance.
	COILCRAFT INC

	0805HS-120TKLC 	OBSOLETE when inventory is depleted. 10% tolerance no longer offered. Change &apos;K&apos; to &apos;J&apos; for 5% tolerance.
	COILCRAFT INC

	P6KE380A-G P6KE520CA-G P6KE33CA-G P6KE82CA-G P6KE1	Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=324.9V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=28.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=128V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=600Watts, V-RWM=77.8V, Tolerance=5%
	Comchip Technology
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