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	Description	5 Volt, Byte Alterable E2PROM 
 5 Volt/ Byte Alterable E2PROM


	File Size	123.24K  / 
						25 Page	 
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						 XICOR[Xicor Inc.] 
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	Part: X28C512DM-25
	Maker: XICOR
	Pack: DIP
	Stock: Reserved
	Unit price 
									for :
	    
									50: $14.77
	  
									100: $14.03
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	X28C64DMB- X28C64 X28C64D X28C64D-15 X28C64D-20 X2	5 Volt, Byte Alterable E2PROM
5 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28HC256S-70 X28HC256DMB-15 X28HC256DM-15 X28HC256	5 Volt/ Byte Alterable E2PROM
5 Volt, Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28C010EMB 	5 Volt, Byte Alterable E2PROM
	XICOR

	X28C256 X28C256D X28C256D-20 X28C256D-25 X28C256D-	5 Volt, Byte Alterable E2PROM
5 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28HT010 	High Temperature, 5 Volt, Byte Alterable E2PROM 128K x 8 Bit
	Xicor

	X28HC64JIZ-90 X28HC64SZ-70 	5 Volt, Byte Alterable EEPROM 8K X 8 EEPROM 5V, 90 ns, PQCC32
5 Volt, Byte Alterable EEPROM 8K X 8 EEPROM 5V, 70 ns, PDSO28
	Intersil, Corp.

	X28C010FI-20 X28C010FMB-15C7808 X28C010FMB-15C7619	CAP 6.8PF 100V .10 PF NP0(C0G) SMD-0603 TR-7 PLATED-NI/SN
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Reel Quantity:2500
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 120 ns, CDIP32
CAP 6.8PF 100V .25 PF NP0(C0G) SMD-0603 TR-13 PLATED-NI/SN 128K X 8 EEPROM 5V, 250 ns, CDFP32
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 250 ns, CPGA36
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 200 ns, CDSO32
	Intersil Corporation
PROM
Intersil, Corp.

	EP20K200FC484-1ES EP20K100FC324-2ES EP20K100FC324-	4-Channel TFT-LCD Supply; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R
White LED Driver with Digital Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-CerDIP
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&R
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
5-Channel Integrated LCD Supply; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
FlexiHash ™ For Battery Authentication; Temperature Range: Extended Comm; Package: 8-DFN T&R
8 to 12 Cell Li-Ion Battery Overcurrent Protection and Analog Front End Chip Set; Temperature Range: -40°C to 85°C; Package: 24-QFN
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 10-DFN T&R
High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R
Advanced 240MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
Digitally Controlled Potentiometer (XDCP™) Terminal Voltage ±2.7V or ±5V, 128 Taps I2C Serial Interface; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-SOIC
RTC Module With CPU Supervisor
CMOS Clock Generator Driver; Temperature Range: -55°C to 125°C; Package: 18-CerDIP
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
600kHz/1.2MHz PWM Step-Up Regulator; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: 0&degC to 70°C; Package: 36-PGA
Single Digitally Controlled Potentiometer (XDCP™), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
FPGA FPGA
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-TSOT T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FPGA
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -25&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Quad Digital Controlled Potentiometers (XDCP&#153;); Low Noise, Low Power, I2C&#174; Bus, 256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
5-Channel Integrated LCD Supply; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R FPGA
5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC FPGA
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
	数字电位
Yageo, Corp.
Cypress Semiconductor Corp.
Altera, Corp.
Atmel, Corp.
Enpirion, Inc.
3M Company
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
International Rectifier, Corp.
Actel, Corp.
Avago Technologies, Ltd.
Advanced Micro Devices, Inc.
Omron Electronics, LLC
Bourns, Inc.
IXYS, Corp.
CTS, Corp.
Fuji Electric Holdings Co., Ltd.

	X28HC256PI X28HC256DI-15C7871 	256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 32K X 8 EEPROM 5V, PDIP28
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-CerDIP 32K X 8 EEPROM 5V, 150 ns, PDSO28
	Intersil, Corp.

	X28HC25607 X28HC256DM-12 X28HC256KM-90 X28HC256JIZ	5V, Byte Alterable EEPROM
	Intersil Corporation
http://

	AT49BV8011 AT49BV8011-12CI AT49LV8011 AT49LV8011-9	8M bit. 2.7-Volt Read and 2.7-Volt Byte-Write Sectored Flash. Bottom Boot 800万位2.7伏读取和2.7伏字节写扇区闪存。底部启
x8/x16 Flash EEPROM x8/x16闪存EEPROM
8-megabit (512K x 16/1M x 8) 3-volt Only Flash Memory
	3M Company
Atmel, Corp.
AMIC Technology, Corp.
Advanced Micro Devices, Inc.
ATMEL[ATMEL Corporation]
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