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			ZWS30-12 - Mounting Bracket RoHS Compliant: Yes 单输50240 Single output 50W ~ 150W 单输0150 5015 RR 3#8 6#12 PIN RECPO 单输0150 5015 RR 37#16 PIN RECP L/C 单输150240 5015 RR 36#16 PIN RECP LC 单输50240 5015 RR 24#16 SKT RECP L/C AUDIO SOCKET 3.5MM 2P SOLDER 5015 RR 7#8 PIN RECPT Optoswitch; Operating Temperature Range:-25 C to  55 C RoHS Compliant: Yes TB, SUS sheath, heat resistant RoHS Compliant: Yes Single output 5W ~ 300W Single output 150W ~ 240W 
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	Part No.	ZWS30-12 ZWS30-15 ZWS30-24 ZWS30-3 ZWS30-36 ZWS30-48 ZWS30-5 ZWS50 ZWS50-12 ZWS50-15 ZWS50-24 ZWS50-3 ZWS50-36 ZWS50-48 ZWS50-5 ZWS50AF-12 ZWS50AF-15 ZWS50AF-24 ZWS50AF-5 ZWS150PAF ZWS150PAF-24 ZWS150PAF-36 ZWS150PAF-48 ZWS150PAF-24_A ZWS150PAF-24_JA ZWS150PAF-24_SA ZWS150PAF-24_T ZWS150PAF-24_TL ZWS150PAF-36_A ZWS150PAF-36_J ZWS150PAF-36_JL  

	Description	Mounting Bracket RoHS Compliant: Yes 单输50240 
 Single output 50W ~ 150W 单输0150
5015 RR 3#8 6#12 PIN RECPO 单输0150
5015 RR 37#16 PIN RECP L/C 单输150240
5015 RR 36#16 PIN RECP LC 单输50240
5015 RR 24#16 SKT RECP L/C
AUDIO SOCKET 3.5MM 2P SOLDER
5015 RR 7#8 PIN RECPT
Optoswitch; Operating Temperature Range:-25 C to  55 C RoHS Compliant: Yes
TB, SUS sheath, heat resistant RoHS Compliant: Yes
Single output 5W ~ 300W
Single output 150W ~ 240W
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						 Pasternack Enterprises, Inc. 
 Applied Micro Circuits, Corp.
LAMBDA[DENSEI-LAMBDA]
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 			 Full text search : Mounting Bracket RoHS Compliant: Yes 单输50240 Single output 50W ~ 150W 单输0150 5015 RR 3#8 6#12 PIN RECPO 单输0150 5015 RR 37#16 PIN RECP L/C 单输150240 5015 RR 36#16 PIN RECP LC 单输50240 5015 RR 24#16 SKT RECP L/C AUDIO SOCKET 3.5MM 2P SOLDER 5015 RR 7#8 PIN RECPT Optoswitch; Operating Temperature Range:-25 C to  55 C RoHS Compliant: Yes TB, SUS sheath, heat resistant RoHS Compliant: Yes Single output 5W ~ 300W Single output 150W ~ 240W   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	NX8312UD 	MOUNTING BRACKET RoHS Compliant: Yes
	California Eastern Laboratories

	2PC1815 2PC1815BL 2PC1815GR 2PC1815Y 1815 	MOUNTING BRACKET RoHS Compliant: Yes
NPN general purpose transistor
	Philips Semiconductors / NXP Semiconductors
PHILIPS[Philips Semiconductors]

	FCE17-C37SA-210G FCE17-C37SA-240G FCE17-C37SA-2B0G	FCEC17 SERIES D-SUB CONNECTOR, PIN & SOCKET, RIGHT ANGLE .318 [8.08] F/P, PLASTIC MOUNTING BRACKET & BOARDLOCK , RoHS COMPLIANT
	Amphenol Corporation

	MB-451 MB-450 MB-460 MB-459 MB-448 MB-449 MB-458 B	CHASSIS MOUNTING BRACKET
	http://
Bud Industries, Inc.

	MB-1266 MB-1267 MB-1268 	TRIANGULAR MOUNTING BRACKET
	Bud Industries, Inc.

	BAS-5106 BAS-5108 	SLIDE MOUNTING BRACKET KIT
	Bud Industries, Inc.

	FCE17-E09PB-210G FCE17-E09PB-2B0G FCE17-E09PB-2D0G	FCEC17 SERIES D-SUB CONNECTOR, PIN & SOCKET, RIGHT ANGLE .405 [10.29] F/P, PLASTIC BRACKET & BOARDLOCK , RoHS COMPLIANT
	Amphenol Corporation
http://

	AD7701 ADR439ARMZ ADR439ARMZ-REEL7 ADR439ARZ ADR43	Toggle Switch; Circuitry:SPDT; Switch Operation:On-None-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Through Hole; Current Rating:6A; Leaded Process Compatible:Yes; Mounting Type:Bracket RoHS Compliant: Yes
Ultralow Noise XFET Voltage References with Current Sink and Source Capability 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO8
Ultralow Noise XFET Voltage References with Current Sink and Source Capability 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3 V, PDSO8
	Analog Devices, Inc.

	S83C752-5A28 S87C752-5A28 S83C752-6A28 S87C752-6A2	SOCKET, XLR, R/A, SHIELDED, 3POLE; Connector type:XLR; Gender:Receptacle; Ways, No. of:3; Termination method:Solder; Mounting type:PC Board; Colour:Satin Nickel; Poles, No. of:3 RoHS Compliant: Yes
Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; No. of Contacts:3; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
CONN DUAL RECP WALLPLT 4POS FMAL
SOCKET, XLR, PANEL, SHIELDED, 3POLE; Connector type:XLR; Gender:Receptacle; Ways, No. of:3; Termination method:Solder; Mounting type:PC Board; Colour:Satin Nickel; Poles, No. of:3 RoHS Compliant: Yes
80C51 8-bit microcontroller family 2K/64 OTP/ROM, 5 channel 8 bit A/D, I2C, PWM, low pin count
	NXP Semiconductors N.V.
Philips Semiconductors

	TPS80 TPS80-49Y TPS80-10 TPS80-11 TPS80-12 TPS80-1	   TPS80 SWITCHING MODE 80W U BRACKET POWER SIPPLY
SWITCHING MODE 80W U BRACKET POWER SUPPLY
	Total Power International, Inc.
TOTAL-POWER[Total Power International]
Total Power Internation...

	AM29F040B-120JF AM29F040B-90ED 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Configuration:512K x 8; Package/Case:32-PLCC; Supply Voltage Max:5.5V; Access Time, Tacc:120ns; Mounting Type:Surface Mount RoHS Compliant: Yes 512K X 8 FLASH 5V PROM, 120 ns, PQCC32
Flash Memory IC; Leaded Process Compatible:Yes; Memory Configuration:512K x 8; Package/Case:32-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5.5V; Access Time, Tacc:90ns; Mounting Type:Surface Mount RoHS Compliant: Yes
	Spansion, Inc.
SPANSION LLC

	CAT25C65SA-1.8TE13 CAT25C65SA-TE13 CAT25C65SE-1.8T	32K/64K-Bit SPI Serial CMOS EEPROM 32K/64K-Bit SPI串行EEPROM中的CMOS
Light Pipe; Mounting Hole Dia:3.5mm; Material:Polycarbonate; Length:10.2mm; Color:Clear; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LIGHT PIPE VERTICAL .350 ROUND
Light Pipe; Mounting Hole Dia:3.5mm; Material:Polycarbonate; Length:7.6mm; Color:Clear; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	MITSUMI ELECTRIC CO., LTD.
Panasonic Industrial Solutions
CATALYST[Catalyst Semiconductor]
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