

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						74ALVC1			MC6833			75TA30B			WT8650			BHGAA			P6KE33			2SB939A			KAMN30			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			285D126X0250G5 - Foil Tantalum Replacement, Gelled-Electrolyte Sintered Anode Tantalex, for Operation to   125°C, Hermetically-Sealed TYPE 285D Foil Tantalum Replacement Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-34 Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-36 TV 6C 6#20 SKT RECP Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-32 Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-32 GIGATRUE 550 CAT6 PATCH  100 FT, SNAGLESS, ORANGE Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male From old datasheet system 
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	Part No.	285D126X0250G5 285D405X0250G3 285D805X0250G4 285D856X0030G5 285D 285D106X0030G2 285D106X0100G3 285D106X0200G4 285D106X0300G5 285D107X0025G5 285D117X0015G4 285D126X0025G2 285D146X0075G3 285D146X0150G4 285D156X0200G5 285D167X0015G5 285D186X0015G2 285D206X0050G3 285D206X0100G4 285D206X0150G5 285D286X0075G4 285D305X0100G2 285D306X0030G3 285D306X0100G5 285D356X0025G3 285D405X0075G2 285D406X0050G4 285D406X0075G5 285D505X0200G3 285D556X0015G2 285D556X0050G5  

	Description	Foil Tantalum Replacement, Gelled-Electrolyte Sintered Anode Tantalex, for Operation to   125°C, Hermetically-Sealed 
 TYPE 285D Foil Tantalum Replacement
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-34
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-36
TV 6C 6#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-32
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-32
GIGATRUE 550 CAT6 PATCH  100 FT, SNAGLESS, ORANGE
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
From old datasheet system
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						 VISAY[Vishay Siliconix] 
 Vishay Intertechnology,Inc.
 
						










	
						
						




						

	Homepage	
						http://www.vishay.com
	Download	[ 
						285D126X0250G5 285D405X0250G3 285D805X0250G4 285D856X0030G5 285D 285D106X0030G2 285D106X0100G3 285D1 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						285D126X0250G5 285D405X0250G3 285D805X0250G4 285D856X0030G5 285D 285D106X0030G2 285D106X0100G3 285D1 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[285D126X0250G5 285D405X0250G3 285D805X0250G4 285D856X0030G5 285D 285D106X0030G2 285D106X0100G3 285D1 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 285D126X0250G5 ] 


					[ Price & Availability of 285D126X0250G5 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Foil Tantalum Replacement, Gelled-Electrolyte Sintered Anode Tantalex, for Operation to   125°C, Hermetically-Sealed TYPE 285D Foil Tantalum Replacement Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-34 Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-36 TV 6C 6#20 SKT RECP Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-32 Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-32 GIGATRUE 550 CAT6 PATCH  100 FT, SNAGLESS, ORANGE Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male From old datasheet system   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	285D126X0250G5 285D405X0250G3 285D805X0250G4 285D8	Foil Tantalum Replacement, Gelled-Electrolyte Sintered Anode Tantalex, for Operation to   125°C, Hermetically-Sealed
TYPE 285D Foil Tantalum Replacement
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-34
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-36
TV 6C 6#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-32
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-32
GIGATRUE 550 CAT6 PATCH  100 FT, SNAGLESS, ORANGE
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
From old datasheet system
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.

	135D306X0006C2 135D206X0010C2 135D476X0010C2 135D1	Wet Tantalum Capacitors, Axial, Tantalum-Case with Glass-to-Tantalum Hermetic Seal, for - 55°C to   200°C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55?? to   200?? Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55∑C to   200∑C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55隆?C to   200隆?C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55掳C to   200掳C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55°C to   200°C Operation
	VISAY[Vishay Siliconix]

	235-040-93 235-046-97 235-038-931307 235-038-93-13	filament replacement leds
Direct replacement for T1 ? Midget Groove S5.7s
Water clear lens
Voltage ranges to suit both AC and DC operation
	Marl International Limited
Marl International Limi...

	T350A105K025AT 	   Tantalum, MnO2 Tantalum, Commercial Grade, T350, 1 uF, 10%, 25 V, Radial, Solid Tantalum, Conformal, Dipped, Lead Spacing =2.54mm
	Kemet Corporation

	SWG12650 	GEL Battery
	Shenzhen Sunnyway Battery Tech Co.Ltd.

	SWG210000 	GEL Battery
	Shenzhen Sunnyway Battery Tech Co.Ltd.

	SWG121500 	GEL Battery
	Shenzhen Sunnyway Battery Tech Co.Ltd.

	PFA331J630 PFA151J630 PFA821J630 PFA471J630 PFA101	CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00033 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00015 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00082 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00047 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.0001 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00056 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00068 uF, THROUGH HOLE MOUNT
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00022 uF, THROUGH HOLE MOUNT
	KEMET, Corp.

	134D227X0100F8E3 134D227X9100F8E3 134D227X0100T8E3	Wet Tantalum HI TMP? Capacitors Tantalum-Case with Glass-to-Tantalum Hermetic Seal for - 55 °C to   200 °C Operation
Wet Tantalum HI TMP垄莽 Capacitors Tantalum-Case with Glass-to-Tantalum Hermetic Seal for - 55 隆?C to   200 隆?C Operation
Wet Tantalum HI TMP㈢ Capacitors Tantalum-Case with Glass-to-Tantalum Hermetic Seal for - 55 ∑C to   200 ∑C Operation
	Vishay Siliconix

	M39003-01-2312 	Tantalum, MnO2 Tantalum, Military/High Reliability, T212_CSR13, 47 uF, 10%, 35 V, 800 mOhms
	Kemet Corporation

	M39003-01-2356 	Tantalum, MnO2 Tantalum, Military/High Reliability, T212_CSR13, 1 uF, 10%, 50 V, 8 Ohms
	Kemet Corporation
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