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			LT6010 - 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 110 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 160 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 185 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 135 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8 135μA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 
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	Part No.	LT6010 LT6010AIDDTRPBF LT6010IDDTRPBF LT6010IS8PBF LT6010AIS8PBF LT6010IS8TRPBF LT6010AIS8TRPBF LT6010IDDPBF LT6010ACDDTRPBF LINEARTECHNOLOGYCORP-LT6010AIDDTRPBF LT6010ACDDPBF LT6010-15   

	Description	135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 110 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8 
 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 160 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 185 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 135 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8
135μA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C


	File Size	288.95K  / 
						16 Page	 
	

						Maker	
						

						 Linear Technology, Corp. 
 LINEAR TECHNOLOGY CORP
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	Part: LT6010ACDD
	Maker: Linear Technology
	Pack: ETC
	Stock: Reserved
	Unit price 
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 			 Full text search : 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 110 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 160 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 185 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 135 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8 135μA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown 135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LT6010 LT6010AIDDTRPBF LT6010IDDTRPBF LT6010IS8PBF	135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 110 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 160 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, PDSO8
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 185 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 135 uV OFFSET-MAX, 0.35 MHz BAND WIDTH, DSO8
135μA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown
135&#181;A, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LT6011 	Dual 135礎, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp
	Linear

	PL1TCA PL4TCA PL2TCA PL4GEA PL4GLA PL4GCA PL2TLA 	Frequency Converter
Dual/Quad 135µA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual/Quad 135µA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
135µA, 14nV/rtHz, Rail-to-Rail Output Precision Op Amp with Shutdown; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  85°C
1.6V, 1&#181;A Precision Rail-to-Rail Input and Output Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 变频
	Lite-On Technology, Corp.

	LT6010 LT6010ACDD LT6010ACS8 LT6010AIDD LT6010AIS8	135mA/ 14nV/Hz/ Rail-to-Rail Output Precision Op Amp with Shutdown
	Linear Technology

	PLA10AN2230R4D2B PLA10AN3030R4R2B PLA10AN3021R3R2B	165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise, Op Amp Family; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
CHOKE 30MH
CHOKE 10MH 扼流0MH
CHOKE 1.8MH 扼流.8MH
165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise, Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 扼流MH
Single/Dual/Quad Single Supply 3V, 100MHz Video Op Amps; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 扼流.9MH
165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise, Op Amp Family; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 扼流0MH
165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise, Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 扼流3MH
	Murata Manufacturing Co., Ltd.
Infineon Technologies AG
Leshan Radio Company, Ltd.
Integrated Silicon Solution, Inc.

	PLA150ES PLA140ES PLA140LE PLA150L 	215MHz, Rail-to-Rail Output, 1.1nV/rtHz, 3.5mA Op Amp Family; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  85°C
215MHz, Rail-to-Rail Output, 1.1nV/rtHz, 3.5mA Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
215MHz, Rail-to-Rail Output, 1.1nV/rtHz, 3.5mA Op Amp Family; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
215MHz, Rail-to-Rail Output, 1.1nV/rtHz, 3.5mA Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C
	Integrated Silicon Solution, Inc.

	LT6200 	165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise Op Amp
	Linear

	LT6014AIS8PBF LT6013AIS8PBF LT6014AIDDTRPBF LT6014	Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 185 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 110 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 225 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 175 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 160 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 135 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Single/Dual 145&#181;A, 9.5nV/rtHz, AV&gt;=5, Rail-to-Rail Output Precision Op Amps; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 185 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	LT6013 60134FB 	Single/Dual 145μA, 9.5nV/rtHz, AV >=5, Rail-to-Rail Output Precision Op Amps
From old datasheet system
	linear

	AM27C010-150PI AM27C010-255PI AM27C010-255DCB AM27	Single/Dual/Quad 100MHz, Rail-to-Rail Input and Output, Ultralow 1.9nVrtHz Noise, Low Power Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
165MHz, Rail-to-Rail Input and Output, 0.95nV/rtHz Low Noise, Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Very Low Noise, Differential Amplifier and 10MHz Lowpass Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
60MHz, Rail-to-Rail Output, 1.9nV/rtHz, 1.2mA Op Amp Family; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Bourns, Inc.
Advanced Micro Devices, Inc.
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