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	Description	Remote Temperature-Controlled Fan-Speed Regulator with SPI-Compatible Interface 远端温控的风扇转速调节器，带有SPI兼容接口 
 Remote Temperature-Controlled Fan-Speed
Regulator with SPI-Compatible Interface
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			 Related Part Number
	
					PART	Description	Maker
	MAX6660AEET 	Remote-Junction Temperature-Controlled Fan-Speed Regulator with SMBus Interface
	MAXIM - Dallas Semiconductor

	EP9430-800 EP9430-13 EP9430-95 EP9430-45 EP9430-40	Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package
DELAY LINE|FIXED TAPS|1-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
	Fairchild Semiconductor, Corp.

	SS8018TR 	隆戮1隆?C Remote and Local Temperature Sensor with SMBus Serial Interface
±1°C Remote and Local Temperature Sensor with SMBus Serial Interface
	Silicon Standard Corp.

	EP9810M-600 EP9810M-1000 EP9810M-25 EP9810M-150 EP	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Tapped Delay Line
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
	Ecliptek, Corp.

	MAX6627MTAT MAX662706 MAX6628MTAT MAX6627MKA-T MAX	Remote ±1°C Accurate Digital Temperature Sensors with SPI-Compatible Serial Interface
Remote 卤1掳C Accurate Digital Temperature Sensors with SPI-Compatible Serial Interface
Remote 【1∑C Accurate Digital Temperature Sensors with SPI-Compatible Serial Interface
	Maxim Integrated Products
Maxim Integrated Produc...

	ADM1021AARQ-REEL7 ADM1021AARQ-REEL ADM1021AARQZ 	Remote Temperature Sensor with Serial Interface
	Analog Devices

	SA56004X 	remote/local digital temperature sensor
	NXP Semiconductors

	ADM1032ARM-REEL ADM1032ARMZ-1 ADM1032ARMZ1RL ADM10	1C Remote and Local System Temperature Monitor
	ON Semiconductor

	MAX1989MEE MAX1989MUE MAX1668 MAX1668MEE MAX1805 M	Multichannel Remote/Local Temperature Sensors
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	EPA1145-75 EPA1145-250 EPA1145-350 EPA1145-4 EPA11	Tapped Delay Line
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: -40°C to 85°C; Package: 24-PDIP
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP 抽头延迟
	Molex, Inc.

	EPA060-20A EPA060-20B EPA060-100C EPA060-50B EPA06	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 逻辑IC
Logic IC 逻辑IC
	3M Company

	MAX6511 MAX6513 MAX6512 	"Low-Cost, Remote SOT Temperature Switches"
	Maxim
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