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			P6KE200CA - UNI AND BIDIRECTIONAL TYPES/ PEAK PULSEPOWER : 600W From old datasheet system TRANSIL TM UNI AND BIDIRECTIONAL TYPES PEAK PULSEPOWER : 600W UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W Octal Buffers/Drivers with 3-State Outputs 20-SSOP/QSOP -40 to 85 Single Output LDO, 200mA, Fixed(2.85V), Low Quiescent Current, Low Noise, High PSRR 5-SOT -40 to 85 3-V to 5.5-V Multichannel RS-232 1-MBit/s Line Driver/Receiver 28-SOIC -40 to 85 Octal D-Type Registers with 3-State Outputs 20-SOIC -40 to 85 Single Output LDO, 1.0A, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-223 -40 to 125 Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125 Single Output LDO, 1.0A, Fixed(5.0V), Low Noise, High PSRR 6-SOT-223 -40 to 125 2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP 0 to 70 
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	Part No.	P6KE200CA P6KE47CA P6KE30CA P6KE56CA P6KE33CA P6KE22CA P6KE120CA P6KE12CA P6KE100CA P6KE10CA P6KE150CA P6KE15CA P6KE6.8CA P6KE180CA P6KE24CA P6KE27CA P6KE36CA P6KE6V8CA P6KE6V8A 3068 P6KE100A P6KE18CA P6KE10A P6KE120A P6KE12A P6KE150A P6KE15A P6KE180A P6KE18A P6KE200A P6KE22A  

	Description	UNI AND BIDIRECTIONAL TYPES/ PEAK PULSEPOWER : 600W 
 From old datasheet system
TRANSIL TM
UNI AND BIDIRECTIONAL TYPES PEAK PULSEPOWER : 600W
UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W
Octal Buffers/Drivers with 3-State Outputs 20-SSOP/QSOP -40 to 85
Single Output LDO, 200mA, Fixed(2.85V), Low Quiescent Current, Low Noise, High PSRR 5-SOT -40 to 85
3-V to 5.5-V Multichannel RS-232 1-MBit/s Line Driver/Receiver 28-SOIC -40 to 85
Octal D-Type Registers with 3-State Outputs 20-SOIC -40 to 85
Single Output LDO, 1.0A, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(5.0V), Low Noise, High PSRR 6-SOT-223 -40 to 125
2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP 0 to 70
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						 ST Microelectronics 
 STMICROELECTRONICS[STMicroelectronics]
意法半导
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									TECHNOLOGY 

									(CHINA HK & SZ)
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	Part: P6KE200CA
	Maker: VISHAY
	Pack: DO-15
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.08
	  
									100: $0.08
	1000: 
									$0.07
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 			 Full text search : UNI AND BIDIRECTIONAL TYPES/ PEAK PULSEPOWER : 600W From old datasheet system TRANSIL TM UNI AND BIDIRECTIONAL TYPES PEAK PULSEPOWER : 600W UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W Octal Buffers/Drivers with 3-State Outputs 20-SSOP/QSOP -40 to 85 Single Output LDO, 200mA, Fixed(2.85V), Low Quiescent Current, Low Noise, High PSRR 5-SOT -40 to 85 3-V to 5.5-V Multichannel RS-232 1-MBit/s Line Driver/Receiver 28-SOIC -40 to 85 Octal D-Type Registers with 3-State Outputs 20-SOIC -40 to 85 Single Output LDO, 1.0A, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-223 -40 to 125 Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125 Single Output LDO, 1.0A, Fixed(5.0V), Low Noise, High PSRR 6-SOT-223 -40 to 125 2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP 0 to 70   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	P6KE200CA P6KE47CA P6KE30CA P6KE56CA P6KE33CA P6KE	UNI AND BIDIRECTIONAL TYPES/ PEAK PULSEPOWER : 600W
From old datasheet system
TRANSIL TM
UNI AND BIDIRECTIONAL TYPES PEAK PULSEPOWER : 600W
UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W
Octal Buffers/Drivers with 3-State Outputs 20-SSOP/QSOP -40 to 85
Single Output LDO, 200mA, Fixed(2.85V), Low Quiescent Current, Low Noise, High PSRR 5-SOT -40 to 85
3-V to 5.5-V Multichannel RS-232 1-MBit/s Line Driver/Receiver 28-SOIC -40 to 85
Octal D-Type Registers with 3-State Outputs 20-SOIC -40 to 85
Single Output LDO, 1.0A, Adj.(1.2 to 5.5V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(2.8V), Low Noise, High PSRR 6-SOT-223 -40 to 125
Single Output LDO, 1.0A, Fixed(5.0V), Low Noise, High PSRR 6-SOT-223 -40 to 125
2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP 0 to 70
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	MAX9929FABTT MAX9929FAUA MAX9928FABTT 	-0.1V to  28V Input Range, Micropower, Uni-/Bidirectional, Current-Sense Amplifiers
	Maxim Integrated Products

	STK22C48-P45 STK22C48-P45I STK22C48-N20 STK22C48-N	DIODE TVS 170V 400W UNI 5% SMA
DIODE TVS 17V 400W BIDIR 5% SMA
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):65A; Peak Non Repetitive Surge Current, Itsm:950A; Gate Trigger Current Max, Igt:50uA RoHS Compliant: Yes
DIODE TVS 100V 400W UNI 5% SMA
DIODE TVS 10V 400W UNI 5% SMA
DIODE TVS 30V 400W BIDIR 5% SMA
NVRAM (EEPROM Based)
DIODE TVS 120V 400W BIDIR 5% SMA
DIODE TVS 300V 400W UNI 5% SMA
DIODE TVS 36V 400W UNI 5% SMA
DIODE TVS 130V 400W UNI 5% SMA
DIODE TVS 180V 400W UNI 5% SMA
DIODE TVS 18V 400W BIDIR 5% SMA
DIODE TVS 200V 400W UNI 5% SMA
DIODE TVS 150V 400W BIDIR 5% SMA NVRAM中（EEPROM的基础
DIODE TVS 20V 400W BIDIR 5% SMA NVRAM中（EEPROM的基础
DIODE TVS 400V 400W UNI 5% SMA NVRAM中（EEPROM的基础
	ZETTLER electronics GmbH
Electronic Theatre Controls, Inc.

	R15KP20 R15KP200A R15KP200C R15KP100 R15KP100A R15	TRANSIENT VOLTAGE SUPPRESSORS
Diode TVS Single Uni-Dir 100V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 90V 15KW 2-Pin Case 5R
Diode TVS Single Bi-Dir 40V 15KW 2-Pin Case 5R
Diode TVS Single Bi-Dir 26V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 36V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 51V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 70V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 58V 15KW 2-Pin Case 5R
Diode TVS Single Uni-Dir 180V 15KW 2-Pin Case 5R
	New Jersey Semi-Conductor Products, Inc.
New Jersey Semi-Conductor P...
New Jersey Semi-Conduct...
New Jersey Semiconductors

	BDA224P BDA218P BDA234P BDA236P 	TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:45V; Breakdown Voltage, Vbr:50V; Peak Pulse Power PPK @ 10x1000uS:500W; Package
DIODE TVS 33V 500W UNI-DIR
DIODE TVS 6.0V 500W BI-DIR
TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:6.5V; Breakdown Voltage, Vbr:7.22V; Peak Pulse Power PPK @ 10x1000uS:500W; Package/Case:DO-204AC; Leaded Process Compatible:Yes 500毫升塑料BECHERGLAS
	Panasonic, Corp.

	1N6275 1N6281 1N6274A 1N6292 1N6271A 1N6289 1N6269	Diode TVS Single Uni-Dir 12.1V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 21.8V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 11.1V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 60.7V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 8.55V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 45.4V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 8.1V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 6.63V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 97.2V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 89.2V 1.5KW 2-Pin Case 1
Diode TVS Single Uni-Dir 7.37V 1.5KW 2-Pin Case 1
Diode TVS Single Bi-Dir 7.37V 1.5KW 2-Pin Case 1.5KE
	New Jersey Semiconductor

	PESD5V0U1BA PESD5V0U1BB PESD5V0U1BL PESD5V0U1BB115	Ultra low capacitance bidirectional ESD protection diodes; Package: SOD523 (SC-79); Container: Tape reel smd BIDIRECTIONAL, 2 ELEMENT, SILICON, TVS DIODE
	NXP Semiconductors N.V.
Philips Semiconductors

	11AA02E48-I_SN 11AA02E48-I_TT 11AA02E48T-I_SN 11AA	2K UNI/O? Serial EEPROM with EUI-48 Node Identity
2K UNI/O垄莽 Serial EEPROM with EUI-48垄芒 Node Identity
	Microchip Technology

	MAC223A8FP MAC223A6 ON0365 MAC223A-D MAC223A10 	Triac (Silicon Bidirectional Thyristor)(瀵奸??垫悼5A,??????宄板??靛?00V???????х?)
25 AMPERES RMS 400 thru 800 VOLTS
From old datasheet system
Triacs Silicon Bidirectional Thyristors
	ON Semiconductor

	ZB2BL4 ZB2BL2 ZB2BV6 ZB2BV3 ZB2BS54 ZB2BW84354 ZB2	CONTROL AND SIGNALLING UNITS
DIODE TVS 75V 600W BIDIR 5% SMB
DIODE TVS 36V 600W BI-DIR SMB 指示灯头
传奇\u0026#39;紧急停止\u0026#39;
TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:33V; Breakdown Voltage, Vbr:36.7V; Peak Pulse Power PPK @ 10x1000uS:600W; Package/Case:DO-214; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
TVS Diode; Diode Type:Bidirectional TVS; Stand-Off Voltage, VRWM:13V; Breakdown Voltage, Vbr:14.4V; Package/Case:DO-214; Leaded Process Compatible
LEGEND PLATE B>1-11
DIODE TVS 9.0V 600W UNI 5% SMB
TVS Diode; TVS Polarization:Unidirectional; Stand-Off Voltage, VRWM:30V; Breakdown Voltage, Vbr:33.3V; Peak Pulse Power PPK @ 10x1000uS:600W; Package
TVS Diode; TVS Polarization:Unidirectional; Stand-Off Voltage, VRWM:51V; Breakdown Voltage, Vbr:56.7V; Peak Pulse Power PPK @ 10x1000uS:600W; Package
TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:18V; Breakdown Voltage, Vbr:20V; Peak Pulse Power PPK @ 10x1000uS:600W; Package
Transient Surge Protection Thyristor; Leaded Process Compatible:Yes; Package/Case:DO-214; Mounting Type:Surface Mount; Polarization:Bipolar; Power Rating:600W; Type:TVS-Bidirectional; Voltage Rating:22V
	List of Unclassifed Man...
Square D by Schneider Electric

	TISP4165H4BJ TISP4200H4BJ TISP4265H4BJ TISP4360H4B	Single Bidirectional Overvoltage Protection
BIDIRECTIONAL THYRISTOR OVERVOLTAGE PROTECTORS
	Power Innovations International, Inc.
POINN[Power Innovations Ltd]
Power Innovations Limited



				
	 
	 Related keyword From Full Text Search System
	

					
						P6KE200CA 中文简介	
						P6KE200CA Application	
						P6KE200CA max	
						P6KE200CA Nation	
						P6KE200CA 什么封装
	
						P6KE200CA Operation	
						P6KE200CA Device	
						P6KE200CA noise	
						P6KE200CA Cycle	
						P6KE200CA integrated


				
	 



		 


	
		
Price & Availability of P6KE200CA 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.13016700744629















