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			MAX6501CMP - Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75. Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91 Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26 TV 2C 2#16 SKT PLUG 4A Bridge Rectifier Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23 Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7 TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5 SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel Cutter, Side Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65. 
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	Part No.	MAX6501CMP MAX6504 MAX6501CMP010 MAX6501UKP085-T MAX6501UKP095-T MAX6501UKP125-T MAX6501 MAX6501CMN000-T MAX6501CMN005 MAX6501CMN005-T MAX6501CMN010 MAX6501CMN010-T MAX6501CMN015 MAX6501CMN015-T MAX6501CMN020 MAX6501CMN020-T MAX6501CMN025 MAX6501CMN025-T MAX6501CMN030 MAX6501CMN030-T MAX6501CMN035 MAX6501CMN035-T MAX6501CMN040 MAX6501CMN040-T MAX6501CMN045 MAX6501CMN045-T MAX6501CMN050 MAX6501CMN050-T MAX6501CMN055 MAX6501CMN055-T MAX6501CMP000  

	Description	Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. 
 Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75.
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75.
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel
Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91
Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26
TV 2C 2#16 SKT PLUG
4A Bridge Rectifier
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23
Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7
TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5
SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g
SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm
SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel
Cutter, Side
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65.
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65.
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 			 Full text search : Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75. Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91 Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26 TV 2C 2#16 SKT PLUG 4A Bridge Rectifier Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23 Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7 TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5 SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel Cutter, Side Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX9075 MAX9075EUK-T MAX9075EXK-T MAX9077 MAX9077E	Low-Cost, Ultra-Small, 3A Single-Supply Comparators
Low-Cost / Ultra-Small / 3A Single-Supply Comparators
Low-Cost, Ultra-Small, 3レA Single-Supply Comparators 低成本、超小型3&micro;A、单电源比较
Low-Cost, Ultra-Small, 3レA Single-Supply Comparators COMPARATOR, 8000 uV OFFSET-MAX, 580 ns RESPONSE TIME, PDSO5
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	ST7FOXK1 ST7FOXK1T6 ST7FOXK2 ST7FOXK2T6 	Low cost flash 8bit micro
	ST Microelectronics

	MAX708TESA MAX706T MAX708TCSA MAX708SEPA MAX708SMJ	 3V Voltage Monitoring, Low-Cost, ?? Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, レP Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8
103SR Series Unipolar Hall-Effect Digital Position Sensor with 15/32 in cylindrical stainless steel housing; two hex nuts; 1 m [39.4 in] jacketed cable; current sinking output; and Vdc supply voltage
 3V Voltage Monitoring / Low-Cost / P Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, P Supervisory Circuits
 3V VOLTAGE MONITORING, LOW-COST, ヌP SUPERVISORY CIRCUITS
 3V Voltage Monitoring Low-Cost P Supervisory Circuits
 3V Voltage Monitoring, Low-Cost, μP Supervisory Circuits
	Maxim Integrated Produc...
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
http://
MAXIM - Dallas Semiconductor

	S3C2510A S3C2510 	IC,MICROPROCESSOR,32-BIT,CMOS,BGA,416PIN,PLASTIC
16/32-bit RISC micro-controller is a cost-effective, high-performance micro-controller solution for Ethernet-based systems, for example
	Samsung Electronics Inc
Samsung semiconductor

	ISL12058 ISL12058IBZ ISL12058IBZ-T ISL12058IRTZ IS	Low Cost and Low Power I2C-Bus Real Time Clock/Calendar
Low Cost and Low Power I2C-Bus&#153; Real Time Clock/Calendar Low Power and Low Cost RTC with Alarm Function; 8-MSOP; Ind Temp REAL TIME CLOCK, PDSO8
Low Cost and Low Power I2C-Bus垄芒 Real Time Clock/Calendar
	Intersil, Corp.
Intersil Corporation

	CLE-116-01-G-DV 	COST EFFECTIVE MICRO SOCKET
	Samtec, Inc

	IMP1815 IMP1817 IMP1816 IMP1812 IMP1811 IMP1810 IM	Low Poower, 5V µP Reset, Power Management
Low Poower, 3.3V µP Reset, Power Management
Lo Low P w Po ow wer er, 5V , 5V µ µP P Reset
From old datasheet system
	iMP

	MAX6001 MAX6001EUR-T MAX6002 MAX6002EUR-T MAX6003 	Low-Cost Low-Power Low-Dropout SOT23-3 Voltage References
" Low-Cost, Low-Power, Low-Dropout, SOT23-3 Voltage References"
Low-Cost / Low-Power / Low-Dropout / SOT23-3 Voltage References
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:MS3106E; Number of Contacts:3; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
MAXIM INTEGRATED PRODUCTS INC

	5962F9584501VYC 5962H9584501VYC 5962R9584501VYC 59	2-Wire, Serial, 8-Bit DACs with Rail-to-Rail Outputs
5-Pin, Multiple-Input, Programmable Reset ICs
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23
Low-Cost, Voltage-Output, 16-Bit DACs in µMAX
 5V, Low-Power, Voltage-Output, Serial 12-Bit DACs
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in µMAX
Low-Cost, Low-Power, 8-Bit DACs with 3-Wire Serial Interface in SOT23
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in &#181;MAX x8的SRAM
x8 SRAM x8的SRAM
	Analog Devices, Inc.
California Micro Devices Corporation

	AD1893JST AD1893 AD1893JN AD1893JSTZ 	Low Cost SamplePort 16-Bit ASRC
Low Cost SamplePort 16-Bit Stereo Asynchronous Sample Rate Converter
	AD[Analog Devices]

	ADXL311 ADXL311JE ADXL311JE-REEL ADXL311EB 	Low Cost, Ultracompact ±2 g Dual-Axis Accelerometer
Low Cost, Ultracompact ?? g Dual-Axis Accelerometer
Low Cost/ Ultracompact 2 g Dual-Axis Accelerometer
Low Cost, Ultracompact 2 g Dual-Axis Accelerometer
Low Cost, Ultracompact 【2 g Dual-Axis Accelerometer
Low Cost, Ultracompact ? g Dual-Axis Accelerometer
Low Cost, Ultra Compact, ±2 g, Dual Axis Accelerometer
	ANALOG DEVICES INC
AD[Analog Devices]

	ATSAM3103 	Versatile Low-power Audio DSP/Low-cost Effect DSP The ATSAM3103 is a member of the new ATSAM3000 family that uses DSP array technology. ...
ATSAM3103 VERSATILE LOW-POWER AUDIO DSP/LOW-COST EFFECTS DSP
From old datasheet system
	ATMEL[ATMEL Corporation]
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