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			1N4565-1-1 -    6.4 Volt Temperature Compensated Zener Reference Diodes 0TC Reference Voltage Zener 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85 10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85 Octal Bus Transceivers 20-SOIC 0 to 70 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 Octal Bus Transceivers 20-SO 0 to 70 Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70 Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70 Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85 CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85 CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85 Octal Buffers And Line Drivers 20-PDIP 0 to 70 1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 Octal Bus Transceivers 20-TSSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 CAP TANT-WET 82UF 125V 10% AXIAL Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 Octal D-Type Transparent Latches 20-PDIP 0 to 70 Octal D-Type Transparent Latches 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70 Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85 32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85 Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250 Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70 CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85 Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85 CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500 CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000 CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500 CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750 CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000 CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500 Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 14-stage binary ripple counter with oscillator 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85 Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70 Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70 Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85 Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70 Octal Bus Transceivers 20-SSOP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管 CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管 CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管 CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7 Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes 
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	Description	   6.4 Volt Temperature Compensated Zener Reference Diodes 
 0TC Reference Voltage Zener
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85
10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85
Octal Bus Transceivers 20-SOIC 0 to 70
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
Octal Bus Transceivers 20-SO 0 to 70
Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70
Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70
Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85
CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85
CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85
Octal Buffers And Line Drivers 20-PDIP 0 to 70
1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85
Octal Bus Transceivers 20-TSSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100
CAP TANT-WET 82UF 125V 10% AXIAL
Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
Octal D-Type Transparent Latches 20-PDIP 0 to 70
Octal D-Type Transparent Latches 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70
Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85
32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85
Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250
Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70
CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85
Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85
CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R
CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500
CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000
CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500
CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750
CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000
CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500
Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
14-stage binary ripple counter with oscillator
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85
Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70
Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70
Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85
Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70
Octal Bus Transceivers 20-SSOP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管
CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管
CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管
CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7
Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes
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 			 Full text search :    6.4 Volt Temperature Compensated Zener Reference Diodes 0TC Reference Voltage Zener 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85 10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85 Octal Bus Transceivers 20-SOIC 0 to 70 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 Octal Bus Transceivers 20-SO 0 to 70 Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70 Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70 Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85 CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85 CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85 Octal Buffers And Line Drivers 20-PDIP 0 to 70 1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 Octal Bus Transceivers 20-TSSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 CAP TANT-WET 82UF 125V 10% AXIAL Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 Octal D-Type Transparent Latches 20-PDIP 0 to 70 Octal D-Type Transparent Latches 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70 Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85 32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85 Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250 Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70 CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85 Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85 CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500 CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000 CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500 CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750 CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000 CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500 Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 14-stage binary ripple counter with oscillator 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85 Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70 Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70 Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85 Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70 Octal Bus Transceivers 20-SSOP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管 CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管 CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管 CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7 Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AT49LV2048B AT49LV2048B-45TI AT49BV2048B-70TI 	AT49BV/LV2048B [Updated 10/02. 13 Pages] 2M bit. 2.7-Volt (BV)/3-Volt (LV) Read and2.7-Volt (BV)/3-Volt (LV) Byte-Write Flash
EEPROM EEPROM
	TE Connectivity, Ltd.

	Q7010LH5 Q7010RH5 Q7012LH5 Q7012RH5 Q7015L6 Q7015R	Alternistor triac, 25A, 800 Volt
Alternistor triac, 15A, 400 Volt
Alternistor triac, 25A, 500 Volt
Alternistor triac, 25A, 200 Volt
Alternistor triac, 8A, 500 Volt
Alternistor triac, 25A, 400 Volt
Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-35
Alternistor Triacs 交变双向
Alternistor triac, 6A, 500 Volt
Alternistor triac, 15A, 200 Volt
Alternistor triac, 15A, 500 Volt
Alternistor triac, 15A, 600 Volt
   Alternistor Triacs
	TECCOR[Teccor Electronics]
Littelfuse, Inc.
Motorola Mobility Holdings, Inc.

	AT45DB161B-CNC AT45DB161B-CNC-2.5 AT45DB161B-CNI A	16 MEGABIT 2.5-VOLT ONLY OR 2.7-VOLT ONLY DATAFLASH 16M X 1 FLASH 2.7V PROM, PDSO28
16 MEGABIT 2.5-VOLT ONLY OR 2.7-VOLT ONLY DATAFLASH 16M X 1 FLASH 2.7V PROM, PBGA24
16 MEGABIT 2.5-VOLT ONLY  OR 2.7-VOLT ONLY DATAFLASH
	ATMEL Corporation
Atmel, Corp.
http://
聚兴科技股份有限公司
Atmel Corp.

	ZLDO500 ZLDO500T8 ZLDO500T8/TATAPE/REEL 	IC-SM LDO VOLT REG  5.0V
5.0 VOLT ULTRA LOW DROPOUT REGULATOR
	ZETEX[Zetex Semiconductors]
Diodes Incorporated

	DS1688 DS1688S DS1691 	3 Volt/5 Volt Serialized Real Time Clock with NV RAM Control
	DALLAS[Dallas Semiconducotr]
MAXIM - Dallas Semiconductor

	DS1693 	3-Volt/5-Volt Serialized Real-Time Clock with NV RAM Control
	TE Connectivity, Ltd.

	AT49F040NBSP AT49F040 	4M bit, 5-Volt Read and 5-Volt Write Flash (Top or Bottom Boot)
From old datasheet system
	Atmel Corp

	AT49F1025 	1M bit, 64K x 16, 5-Volt Read and 5-Volt Write Flash
	Atmel

	RC86L60-3 RC8660 RC8660-1 RC86L60-1 RC86L60-2 	CMOS, 3.3 Volt / 5 Volt Voice Synthesizer Chipset
	ETC[ETC]

	AT29C010A 	1M bit, 5-Volt Read and 5-Volt Write Flash
	Atmel



				
	 
	 Related keyword From Full Text Search System
	

					
						1N4565-1-1 example commands	
						1N4565-1-1 filetype:pdf	
						1N4565-1-1 ohm	
						1N4565-1-1 technology	
						1N4565-1-1 Timer
	
						1N4565-1-1 stmicroelectronics	
						1N4565-1-1 filetype:pdf	
						1N4565-1-1 参数比较	
						1N4565-1-1 bit	
						1N4565-1-1 Serial


				
	 



		 


	
		
Price & Availability of 1N4565-1-1 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.69456195831299















