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			 Related Part Number
	
					PART	Description	Maker
	SMDJ100A SMDJ110A SMDJ130A SMDJ120A SMDJ150 SMDJ17	100.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
110.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
130.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
120.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
150.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
170.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
160.00V; 1mA ;3000W peak pulse power; surface mount transient transient voltage suppressor. For bipolar applications
	MDE Semiconductor

	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX32	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX6432FGUS-T MAX6432BGUS-T MAX6432OQUS-T MAX6432O	Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP
±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R
CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack
Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R
CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
 5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Analog IC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC
	Maxim Integrated Products, Inc.

	ADL5306 ADL5306ACP-R2 ADL5306ACP-REEL7 ADL5306ACP 	60 dB-range (100 nA-100 µA) Low-Cost Logarithmic Converter
60 dB Range (100 nA to 100 UA) Low Cost Logarithmic Converter
	AD[Analog Devices]

	ICL3232IBNZ-T ICL3222CV-T ICL3232CV-T ICL3222CVZ-T	1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO16
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R LINE TRANSCEIVER, PDSO16
1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP TRIPLE LINE TRANSCEIVER, PDSO28
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 18-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO18
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO20
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16
1mA Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP TRIPLE LINE TRANSCEIVER, PDSO28
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R
	Intersil, Corp.
INTERSIL CORP

	MAX3222EEAPG2X MAX3222EEPNG2X MAX3222EPN MAX3241EC	±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
	MAXIM - Dallas Semiconductor

	ICL3237E ICL3237ECA ICL3237ECAZ ICL3237EIA ICL3237	 -15kV ESD Protected, 10nA Supply- Current,  3V to  5.5V, 250k/1Mbps, RS-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	XOC17 	5 to 100 MHz Frequency Range
	RF Monolithics, Inc

	DN6849 DN6849S DN6849SE DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PSIP3
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PDSO4
Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
	Panasonic, Corp.
Panasonic Semiconductor
http://

	CLC3603 CLC3603ISO16 CLC3603ISO16X CLC3613ISO14 CL	Single and Triple, 1.1mA, 200MHz Amplifiers
	Cadeka Microcircuits LLC.

	CHB100W-24S3V3 CHB100W-24S24 CHB100W-24S12 CHB100W	66 TO 100 WATT 4:1 INPUT RANGE DC-DC CONVERTERS
	RSG Electronic Components GmbH



				
	 
	 Related keyword From Full Text Search System
	

					
						AD8305 band	
						AD8305 Stmicroelectronic	
						AD8305 0pam	
						AD8305 mitsubishi	
						AD8305 volts
	
						AD8305 Purpose	
						AD8305 noise	
						AD8305 power	
						AD8305 output data	
						AD8305 Switching


				
	 



		 


	
		
Price & Availability of AD8305 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.20209813117981















