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			 Related Part Number
	
					PART	Description	Maker
	UDA1344 UDA1344TS 	Low-voltage low-power stereo audio CODEC with DSP features
	NXP Semiconductors
Philips Semiconductors

	UDA1340 UDA1340M 	Low-voltage low-power stereo audio CODEC with DSP features
	NXP Semiconductors

	AD1845JP AD1845JP-REEL AD1845 	Parallel-Port 16-Bit SoundPort Stereo Codec(并行16位立体声编码解码
Parallel-Port 16-Bit SoundPort Stereo Codec(并行6位立体声编码解码
Parallel-Port 16-Bit SoundPort Stereo Codec SPECIALTY CONSUMER CIRCUIT, PQCC68
	Analog Devices, Inc.

	SGTL5000XNAA3 	Low Power Stereo Codec with Headphone Amp
	Freescale Semiconductor, Inc

	WM8734 	LOW POWER STEREO AUDIO CODEC
From old datasheet system
	Wolfson

	CDB42L55 	Ultra Low Power, Stereo CODEC w/Class H Headphone Amp
	Cirrus Logic

	WM8948 WM8948ECS/R 	Stereo Low-Power CODEC with Video Buffer and Touch Panel Controller
	Wolfson Microelectronics plc

	ADAU1361BCPZ 	Stereo, Low Power, 96 kHz, 24-Bit Audio Codec with Integrated PLL
	Analog Devices

	ADAU1461 ADAU1461WBCPZ ADAU1461WBCPZ-RL ADAU1461WB	SigmaDSP Stereo, Low Power, 96 kHz, 24-Bit Audio Codec with Integrated PLL
	Analog Devices

	STAC9721T STAC9723T 	Stereo AC 97 Codec With Multi-Codec Option
	List of Unclassifed Manufacturers

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]
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