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			 Related Part Number
	
					PART	Description	Maker
	EDI8F32259C EDI8F32259C-MM EDI8F32259C-MN EDI8G322	256Kx32 Static RAM CMOS, High Speed Module(256Kx8 CMOS高速静态RAM模块)
High Speed, Single Channel, Power MOSFET Driver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
TFT-LCD DC/DC with Integrated Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R SRAM模块
	White Electronic Designs Corporation

	EL5193ACS EL5193ACS-T13 EL5193ACS-T7 EL5193ACW-T7 	Op Amp, 300MHz, Current Feedback Amplifier, Low Power
Op Amp, 300MHz, Current Feedback Amplifier, with Enable, Low Power
Single 300MHz Current Feedback Amplifier with Enable
Circular Connector; MIL SPEC:MIL-DTL-38999 Series II; Body Material:Metal; Series:JT; No. of Contacts:55; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight RoHS Compliant: No
	INTERSIL[Intersil Corporation]

	LT1057 LT1057AC LT1057ACH LT1057ACJ LT1057ACJ8 LT1	Dual and Quad/ JFET Input Precision High Speed Op Amps
Dual and Quad, JFET Input Precision High Speed Op Amps DUAL OP-AMP, 1400 uV OFFSET-MAX, 5 MHz BAND WIDTH, CDIP8
1-of-8 Data Selectors/Multiplexers 16-SOIC 0 to 70
Dual 2-Line to 4-Line Decoders/Demultiplexers 16-SO 0 to 70
Dual and Quad, JFET Input Precision, High Speed Op Amps
Dual and Quad JFET Input Precision High Speed Op Amps
From old datasheet system
Dual Precision, High Speed, JFET Input Op Amp(精密，高速，结型场效应管输入双路运算放大
Voltage-Feedback Operational Amplifier 电压反馈运算放大
	Linear Technology Corporation
LINER[Linear Technology]
Black Box, Corp.

	OP-260ARC/883 OP-260 OP260 OP-260GS OP-260GP OP-26	AC 9C 6#12 3#8 SKT RECP WALL DUAL OP-AMP, 6000 uV OFFSET-MAX, 90 MHz BAND WIDTH, CQCC20
Dual High Speed,Current Feedback, OP AMP(高电流反馈双运算放大器)
DUAL / HIGH-SPEED / CURRENT FEEDBACK / OPERATIONAL AMPLIFIER
DUAL, HIGH-SPEED, CURRENT FEEDBACK, OPERATIONAL AMPLIFIER
	Analog Devices, Inc.

	LT6402CUD-20TR LT6402-20-15 	300MHz Low Distortion, Low Noise Differential Amplifier/ADC Driver (AV = 12dB); Package: QFN; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 10000 uV OFFSET-MAX, PQCC16
	Linear Technology, Corp.

	R3005250L 	Si Reverse, low current, 5 - 300MHz, 25.0dB typ. Gain @ 300MHz, 140mA max. @ 24VDC
	PDI[PREMIER DEVICES, INC.]

	ISL55141IRZ ISL55141IVZ ISL551410607 ISL55142IRZ I	High-Speed 18V CMOS Comparators; Temperature Range: -40&deg;C to 85&deg;C; Package: 36-QFN T&amp;R COMPARATOR, 50000 uV OFFSET-MAX, 9.5 ns RESPONSE TIME, PQCC36
High-Speed 18V CMOS Comparators; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R COMPARATOR, 50000 uV OFFSET-MAX, 9.5 ns RESPONSE TIME, PDSO14
	Intersil, Corp.
Intersil Corporation

	OP42 OP-42GS OP-42 OP-42AJ OP-42ARC_883 OP-42AZ OP	High Speed, Fast Setting Precision Operational Amplifier
High Speed, Fast Settling Precision Operational Amplitier
High Speed, Fast Settling Precision Operational Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: TBD OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
High Speed, Fast Settling Precision Operational Amplifier; Package: LCC; No of Pins: 20; Temperature Range: Industrial OP-AMP, 2000 uV OFFSET-MAX, 10 MHz BAND WIDTH, CQCC20
High Speed, Fast Settling Precision Operational Amplifier; Package: CerDIP; No of Pins: 8; Temperature Range: Industrial OP-AMP, 2000 uV OFFSET-MAX, 10 MHz BAND WIDTH, CDIP8
High Speed, Fast Settling Precision Operational Amplifier; Package: Header; No of Pins: 8; Temperature Range: Industrial OP-AMP, 2000 uV OFFSET-MAX, 10 MHz BAND WIDTH, MBCY8
HIGH SPEED / FAST SETTLING PRECISION OPERATIONAL AMPLIFIER
ER 8C 8#12 PIN RECP WALL OP-AMP, 2000 uV OFFSET-MAX, 10 MHz BAND WIDTH, CQCC20
High Speed Fast Settling Precision Operational Amplifier(596.41 k) 高速精密快速沉降运算放大器96.41十一
	Analog Devices, Inc.
AD[Analog Devices]

	AD712SQ/883B AD712TQ AD712TQ/883B AD712ACHIPS AD71	Dual Precision/ Low Cost/ High Speed/ BiFET Op Amp
Dual Precision, Low Cost, High Speed, BiFET Op Amp DUAL OP-AMP, 600 uV OFFSET-MAX, 4 MHz BAND WIDTH, MBCY8
Dual Precision, Low Cost, High Speed, BiFET Op Amp DUAL OP-AMP, 4000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
	Analog Devices, Inc.

	EDI8F32512C EDI8F32512C-MM EDI8G32512C-MM 	512Kx32 Static RAM CMOS, High Speed Module(512Kx32高速CMOS静态RAM模块)
2-Phase, High Speed CCD Driver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
200MHz Rail-to-Rail Amplifiers; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
	White Electronic Designs Corporation
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