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			 Related Part Number
	
					PART	Description	Maker
	EVAL-ADT7483EB ADT7483AARQZ-RL ADT7483AARQZ-R7 	Dual Channel Temperature Sensor and Over Temperature Alarm
	ON Semiconductor

	BTS282Z BTS282-Z BTS282ZSMS 	Temperature Protected Switch
Transient Voltage Suppressor Diodes
Speed TEMPFET(N-Channel Enhancement mode Logic Level Input Potential-free temperature sensor with thyristor characteristics)
Smart Low Side Switches - N-Channel Speed TEMPFET
	INFINEON[Infineon Technologies AG]

	AD7816 EVAL-AD7818EB AD7816-7818 AD7816ACHIPS AD78	Temperature Sensor (On Chip) 4-Channel, 9 µs, 10-Bit ADC
Temperature Sensor: 10-Bit ADC, Temperature Monitoring Only in an SOIC/µSOIC Package
Single- and 4-Channel, 9 us, 10-Bit ADCs with On-Chip Temperature Sensor
	AD[Analog Devices]

	EDI88512CA17MBRP EDI88512CA17MCRP EDI88512CA17MIRP	100MHz Differential Twisted-Pair Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP T&amp;R x8的SRAM
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R x8的SRAM
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Channel TFT-LCD Reference Voltage Generator with External Shutdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
2.5MHz 4, 8, 10 & 12 Channel Rail-to-Rail Buffers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12MHz 4-, 8-, 10- and 12-Channel Rail-to-Rail Input-Output Buffers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
x8 SRAM
100MHz Differential Twisted-Pair Drivers; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40°C to 85°C; Package: 10-MSOP
x8SRAM			

	Moeller Electric, Corp.
Atmel, Corp.

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	HT507DC HT506DB HT506DC HT507 HT507DB HT506 	From old datasheet system
HIGH TEMPERATURE ANALOG MULTIPLEXERS 16-CHANNEL SINGLE / 8-CHANNEL DUAL
	ETC[ETC]
List of Unclassifed Manufacturers
Honeywell Sensing

	MAX1253 MAX1254 MAX1253BEUE MAX1253AEUE MAX1254AEU	Stand-Alone, 10-Channel, 12-Bit System Monitors with Internal Temperature Sensor and VDD Monitor 9-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
Stand-Alone / 10-Channel / 12-Bit System Monitors with Internal Temperature Sensor and VDD Monitor
	http://
Maxim Integrated Products, Inc.

	AD7816AR-REEL7 AD7818ARZ-REEL7 AD7818ARMZ-REEL7 AD	Single- and 4-Channel, 9 us, 10-Bit ADCs with On-Chip Temperature Sensor DIGITAL TEMP SENSOR-SERIAL
Temperature Sensor (On Chip) 4-Channel, 9 &#181;s, 10-Bit ADC; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial 4-CH 10-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO16
Temperature Sensor (On Chip) 4-Channel, 9 &#181;s, 10-Bit ADC; Package: SOIC; No of Pins: 16; Temperature Range: Commercial 4-CH 10-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO16
DIGITAL TEMP SENSOR-SERIAL MO-153-AB, TSSOP-16
DIGITAL TEMP SENSOR-SERIAL MO-187-AA, MSOP-8
DIGITAL TEMP SENSOR-SERIAL MS-012-AA, SOIC-8
	http://
Analog Devices, Inc.
ANALOG DEVICES INC

	5962-9204201MEA 	Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -55&deg;C to 125&deg;C; Package: 16-CerDIP 8-CHANNEL, SGL ENDED MULTIPLEXER, CDIP16
	Intersil, Corp.

	AM27C256-70/BXA AM27C256-120LEB AM27C256-90LCB AM2	Octal 14-Bit Rail-to-Rail DACs in 16-Lead SSOP; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
1-/2-Channel 24-Bit µPower No Latency Delta-Sigma ADC in MSOP-10; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
24-Bit High Speed 8-/16-Channel Delta Sigma ADCs with Selectable Speed/Resolution; Package: QFN; No of Pins: 38; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Rochester Electronics, LLC

	AD8174 AD8170-EB AD8174-EB AD8174AR AD8174AR-REEL 	2 Channel Buffered, 250MHz, 10 ns Multiplexer w/Amplier
Dual Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C AD8170/AD817450兆赫10ns的开关多路复用器瓦特/放大器数据手册（版本00/96
Dual Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
2 Channel Buffered, 250mHz, 0.1dB=85mHz, 1000V/usec, DIFF Phase/Gain .05/.02, 10nesc Switch, Iq=7.5mA, ±5V RAILS, Vout= ±3.8V, ...
250 MHz, 10 ns Switching Multiplexers w/Amplifier
250 MHz/ 10 ns Switching Multiplexers w/Amplifier
4 Channel Buffered, 250 MHz, 10 ns Switching Multiplexer w/Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Industrial 4-CHANNEL, VIDEO MULTIPLEXER, PDSO14
	ANALOG DEVICES INC
Analog Devices, Inc.
http://



				
	 
	 Related keyword From Full Text Search System
	

					
						MAX6640 electric	
						MAX6640 inductors	
						MAX6640 byte	
						MAX6640 Hex	
						MAX6640 Engine
	
						MAX6640 13MHz	
						MAX6640 参数查询	
						MAX6640 UNITED CHEMI CON	
						MAX6640 usb-hs otg	
						MAX6640 Mount


				
	 



		 


	
		
Price & Availability of MAX6640 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.13299679756165















