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			MAX690TCSA - 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, CDIP8 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8 CACOMB 47C 40#16 7#12 SKT RECP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 CA02COME36A35SBF80F0 CANCA02COME36-7PBF80F0 CANCA02COME36A35SBF80 Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125 Octal Buffers And Line Drivers With 3-State Outputs 20-LCCC -55 to 125 From old datasheet system POWER SUPPLY SUPERVISOR,CMOS,SOP,8PIN,PLASTIC µP Reset IC with Watchdog and Battery Switchover 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 
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	Part No.	MAX690TCSA MAX802S MAX802SESA MAX690TCPA MAX704RCPA MAX704RC_D MAX704RCSA MAX704REPA MAX704RESA MAX704RMJA MAX806TCSA MAX690RESA MAX704TCSA MAX704SESA MAX804RC_D MAX804RCPA MAX804RCSA MAX804REPA MAX804RESA MAX804RMJA MAX804SC_D MAX804SCPA MAX804SCSA MAX804SEPA MAX804SESA MAX804SMJA MAX804TC_D MAX804TCPA MAX804TCSA MAX804TEPA MAX804TESA  

	Description	3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 
 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, CDIP8
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8
CACOMB 47C 40#16 7#12 SKT RECP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
CA02COME36A35SBF80F0
CANCA02COME36-7PBF80F0
CANCA02COME36A35SBF80
Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125
Octal Buffers And Line Drivers With 3-State Outputs 20-LCCC -55 to 125
From old datasheet system
POWER SUPPLY SUPERVISOR,CMOS,SOP,8PIN,PLASTIC
µP Reset IC with Watchdog and Battery Switchover
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
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 			 Full text search : 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, CDIP8 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8 3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8 CACOMB 47C 40#16 7#12 SKT RECP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8 CA02COME36A35SBF80F0 CANCA02COME36-7PBF80F0 CANCA02COME36A35SBF80 Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125 Octal Buffers And Line Drivers With 3-State Outputs 20-LCCC -55 to 125 From old datasheet system POWER SUPPLY SUPERVISOR,CMOS,SOP,8PIN,PLASTIC µP Reset IC with Watchdog and Battery Switchover 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2% 3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ICL7104 ICL7104-14CPL ICL8052 ICL8068 LCL8052CDD L	14-Bit/16-Bit/ Microprocessor- Compatible/ 2-Chip/ A/D Converter
14-Bit/16-Bit Microprocessor
14-Bit/16-Bit / Microprocessor- Compatible / 2-Chip / A/D Converter
14-BitMicroprocessor-Compatible,
2-Chip, A/D Converter(14位、微处理器兼容的2片A/D转换
16-Bit, Microprocessor-Compatible, 2-Chip, A/D Converter(16位、微处理器兼容的2片ADC) 16位微处理器兼容，2芯片，A / D转换16位，微处理器兼容片ADC）的
16-Bit, Microprocessor-Compatible, 2-Chip, A/D Converter(16浣??寰??????煎?????DC)
	Intersil Corporation
Intersil, Corp.

	HD6417750SVF133 HD6417750VF128 HD6417750SBP200 HD6	1.5V; 133MHz;  32-bit RISC microprocessor
1.5V; 128MHz;  32-bit RISC microprocessor
1.95V; 200MHz;  32-bit RISC microprocessor
1.8V; 167MHz;  32-bit RISC microprocessor
1.5V; 200MHz;  32-bit RISC microprocessor
	Hitachi Semiconductor

	AM486DX2 AMD-X5-133SDZ AMD-X5-133AFW AMD-X5-133SFZ	Am5X86??Microprocessor Family
Am5X86 Microprocessor Family
Am5X86Microprocessor Family 32-BIT, 133 MHz, MICROPROCESSOR, PQFP208
	ADVANCED MICRO DEVICES INC
Advanced Micro Devices, Inc.

	TD7103F TMPZ84C00AP-10 TMPZ84C00AM-8 TMPZ84C00AT-8	TD71 SERIES, PRESCALER
8-BIT, 10 MHz, MICROPROCESSOR, PDIP40
8-BIT, 8 MHz, MICROPROCESSOR, PDSO40
8-BIT, 8 MHz, MICROPROCESSOR, PQCC44
	

	N80C186XL-16 A80C186XL-16 N80C188XL-16 TR80C188XL-	16-Bit Microprocessor 16位微处理
Microprocessor 微处理器
	Panduit, Corp.
RF Monolithics, Inc.

	80C88/883 80C88 	Microprocessor, 8/16 Bit, CMOS, 883 Compliant, Process Speed 8MHz
Microprocessor, 8/16 Bit, CMOS, Process Speed 5 and 8MHz
Microprocessor 3.08V Reset Monitor, -40C to  125C, 3-SC-70, T/R 16位产品的CMOS微处理器
	Intersil

	MCF5274 MCF5275 MCF5275LCVM166 	V2 ColdFire® Integrated Microprocessor
MCF5275 Integrated Microprocessor Family Hardware Specification
	Freescale (Motorola)

	AT83C24-TIRIL AT83C24-TIRIM AT83C24-TIRUL AT83C24-	GT 3C 3#16S SKT PLUG
32BIT MCU,2KRAM,TPU,QSM
Smart Card Reader Interface with Power Management SPECIALTY MICROPROCESSOR CIRCUIT, QCC28
Smart Card Reader Interface with Power Management SPECIALTY MICROPROCESSOR CIRCUIT, PDSO28
Single Ic = 100 mA SPECIALTY MICROPROCESSOR CIRCUIT, QCC28
Rheostat; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Resistance:40ohm SPECIALTY MICROPROCESSOR CIRCUIT, PDSO28
	Atmel Corp.
微控制器/微处理器
Atmel, Corp.

	38721-7312 38721-7306 38721-7308 38721-7304 38721-	300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-5 2种方式结核病
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-5 8路结核病
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-8 12未来路结核病
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-8 10未来路结核病
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-8 6未来路结核病
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 72-8 2种方式结核病
25 A, BARRIER STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
	复位半导
Harwin PLC
Ironwood Electronics
MOLEX INC

	ADM1815-10AKS-REEL ADM1815-10AKS-RL7 ADM1815-10ART	Microprocessor Supervisory in SOT-23 with Active Low Push-Pull Output Choices
Microprocessor Supervisory in SOT-23 with Active High and Low Push-Pull Output, Positive Reset Output
Microprocessor Supervisory in SOT-23 with Low Active OpenDrain Output Choices
Microprocessor Supervisory in SOT-23 with Active Low Open Drain Output Choices
Microprocessor Supervisory in SOT-23 with Active High Push-Pull Output
Microprocessor Supervisory in SOT-23 with Open Drain Output Choices
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
	ANALOG DEVICES INC

	5962R9572201QXC 5962R9572201VXC 5962R9572201VQC 59	Microprocessor, CMOS, 16-Bit, 8MHz, 500A, 12mA/MHz, Rad-Hard
Radiation Hardened 16-Bit CMOS Microprocessor
	Intersil Corporation
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