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			MCP41010MCP42010 - Single/Dual Digital Potentiometer with SPI?/a> Interface Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha 400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC Single/Dual Digital Potentiometer with SPI Interface Single/Dual Digital Potentiometer with SPI?/a> Interface Single/Dual Digital Potentiometer with SPI?Interface 
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	Part No.	MCP41010MCP42010 MCP41050-I/P MCP41050-E/SN MCP41050T MCP42010T-I/ST MCP42100T-I/ST MCP42100-I/SL MCP42100T-I/SL MCP42050-I/P MCP42050-I/SL MCP42050-I/ST MCP41050-E/P MCP42050-E/P MCP42050-E/SL MCP42050-E/ST MCP41010 MCP41100 MCP42010 MCP42100 MCP41010T-E/SN MCP41050T-E/SN MCP41100T-E/SN MCP42010T-E/SL MCP42010T-E/ST MCP42050T-E/SL MCP42050T-E/ST MCP42100T-E/SL MCP41010-I/P MCP41010-I/SN MCP42010-I/P MCP42010-I/SL  

	Description	Single/Dual Digital Potentiometer with SPI?/a> Interface 
 Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha
400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC
Single/Dual Digital Potentiometer with SPI Interface
Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPI?Interface
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 			 Full text search : Single/Dual Digital Potentiometer with SPI?/a> Interface Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha 400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ... The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ... IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC Single/Dual Digital Potentiometer with SPI Interface Single/Dual Digital Potentiometer with SPI?/a> Interface Single/Dual Digital Potentiometer with SPI?Interface   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX5450 MAX5450EUB MAX5450-MAX5455 MAX5451 MAX5451	Dual, 256-Tap, Nonvolatile, I2C-Interface, Digital Potentiometers DUAL 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDSO14
"Dual, 256- Tap, Up/Down Interface Digital Potentiometers"
Dual, 256-Tap, Up/Down Interface, Digital Potentiometers
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	SI8621BC-B-IS SI8610 SI8610BC-B-IS SI8610BD-B-IS S	LOW-POWER SINGLE AND DUAL-CHANNEL DIGITAL ISOLATORS
	Silicon Laboratories

	SI8410BB-D-IS 	LOW-POWER SINGLE AND DUAL-CHANNEL DIGITAL ISOLATORS
	Silicon Laboratories

	LTM4675-15 	Dual 9A or Single 18A Module Regulator with Digital Power System Management
	Linear Technology

	24LC02B-/P 24LC02B-I/SM 24LC01B-I/P 24LC01B-I/ST 2	Single/Dual/Triple/Quad DS3/E3/STS-1 LIUs
Stand-Alone OCV-Based Fuel Gauge
Stand-Alone Fuel Gauge IC
Low Power Transceiver Chip
Evaluation Board/Evaluation System for the DS28CM00
I2C/SMBus Silicon Serial Number
Single/Dual/Triple/Quad DS3/E3 Single-Chip Transceivers
I2C/SMBus Silicon Serial Number
1-Wire Digital Potentiometer
Single/Dual/Triple/Quad ATM/Packet PHYs for DS3/E3/STS-1
I2C Serial EEPROM I2C串行EEPROM
	Microchip Technology, Inc.

	LTM4620A 	Dual 13A or Single 26A μModule Regulator with Digital Power System Management
	Linear Technology

	DS3908N-001 	Dual 64-Position Nonvolatile Digital Potentiometer with Buffered Output DUAL 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, DSO14
	Maxim Integrated Products, Inc.

	AD5201 AD5207 AD5207BRU100-REEL7 AD5207BRU10-REEL7	Dual, 256 Position, Digital Potentiometer
2-Channel/ 256-Position Digital Potentiometer
CONNECTOR ASSEMBLIES RoHS Compliant: Yes
2-Channel, 256-Position Digital Potentiometer DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
2-Channel, 256-Position Digital Potentiometer 2通道56位数字电位器
	AD[Analog Devices]
Analog Devices, Inc.

	MP7226 MP7226KN MP7226KP MP7226KS MP7226LN MP7226L	BiCMOS Fixed, Quad, Voltage Output, Single or Dual Supply 8-Bit Digital-to-Analog Converter
	EXAR[Exar Corporation]

	AD5251BRU10-RL7 AD5252BRU10-RL7 AD5251BRU1-RL7 AD5	Memory Card Socket; No. of Contacts:50; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):Yes; Gender:Male; No. of Rows:1; Width:31.60mm RoHS Compliant: Yes
TRANS ARRAY PNP/PNP W/RES S MINI
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 DUAL 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
(AD5251 / AD5252) Dual 64-and 256-Position I2C Nonvolatile Memory Digital Potentiometers
	Analog Devices, Inc.

	AD5232BRUZ10-REEL7 	Nonvolatile, Dual, 256-Position Digital Potentiometer DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
	Analog Devices, Inc.
ANALOG DEVICES INC

	MAX474 MAX474CPA MAX474CSA MAX474CUA MAX474EPA MAX	SWITCH TACT 6MM EXTEND ACT 160GF
Single/Dual/Quad / 10MHz Single-Supply Op Amps
From old datasheet system
Single/Dual/Quad 10MHz Single-Supply Op Amps
Single/Dual/Quad, 10MHz Single-Supply Op Amps
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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