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			 Related Part Number
	
					PART	Description	Maker
	MAX910 MAX910C 	(MAX910 / MAX911) High SPeed Threshold Programmable Voltage Comparators
	Maxim Integrated Products

	MAX792 MAX792CPE MAX792CSE MAX792EJE MAX792EPE MAX	Microprocessor and non-volatile metory supervisory circuit. Reset threshold 4.62V. Reset and low-line threshold accuracy  -2%
Microprocessor and non-volatile metory supervisory circuit. Reset threshold 4.37V. Reset and low-line threshold accuracy  -2%
Microprocessor and non-volatile metory supervisory circuit. Reset threshold 2.61V. Reset and low-line threshold accuracy  -2%
Microprocessor Voltage Monitors with Programmable Voltage Detection
Dual D-type Positive-Edge-Triggered Flip-Flops With Clear And Preset 14-CFP -55 to 125 微处理器和非挥发性内存监控电
Microprocessor and Non-Volatile Memory Supervisory Circuits
From old datasheet system
Microprocessor and non-volatile metory supervisory circuit. Reset threshold 3.06V. Reset and low-line threshold accuracy  -2%
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX6314US25D1-T MAX6314US25D2-T MAX6314US25D3-T MA	68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 1120ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 1ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.93V. Reset timeout period(min) 1120ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1120ms.
68HC11/Bidirectional-Compatible 渭P Reset Circuit
68HC11/Bidirectional-Compatible P Reset Circuit
DIODE SWITCHING DUAL SERIES 75V 215mA-Io 150mW 3000ns-trr SOT-523 3K/REEL
68HC11/Bidirectional-Compatible レP Reset Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 20ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 3.08V. Reset timeout period(min) 140ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 3.50V. Reset timeout period(min) 140ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 140ms.
   68HC11/Bidirectional-Compatible μP Reset Circuit
	MAXIM - Dallas Semiconductor
http://
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	HA1631S01 HA1631S01CM HA1631S01LP HA1631S02 HA1631	Standard IC>General-Purpose Linear>Comparators>CMOS comparators
Single CMOS Comparator (Push Pull/Open Drain Output)
	RENESAS[Renesas Electronics Corporation]

	MAX9202 MAX9202ESD MAX9202EUD MAX9201ESE MAX9203ES	Low-Cost, 7ns, Low-Power Voltage Comparators COMPARATOR, 7500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO8
Low-Cost, 7ns, Low-Power Voltage Comparators 低成本7ns、低功耗电压比较器
Low-Cost 7ns Low-Power Voltage Comparators
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	NCS2200AMUT1 NCS2202SQ1T2 NCS2200SN2T1 NCS2202SN2T	Low Voltage Comparators COMPARATOR, 8000 uV OFFSET-MAX, 1100 ns RESPONSE TIME, PDSO5
   Low Voltage Comparators
	Rectron Semiconductor

	DTD05045 	Threshold Detector
	DAICO[DAICO Industries, Inc.]

	TMJ9904 	THRESHOLD DETECTOR
	API Technologies Corp

	DTD01960 	Threshold Detector
	DAICO[DAICO Industries, Inc.]

	TMJ9924 	THRESHOLD DETECTOR
	API Technologies Corp

	TCA345A Q67000-A564 	THRESHOLD SWITCH
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
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