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			BIR-BN0331 - Blue transparent, infrared emitting diode PTB 4C 4#20 PIN/SKT RECP 红外发光二极 PV75L12-8S 红外发光二极 PV75L12-10S 红外发光二极 PTB 55C 55#20 PIN/SKT RECP 红外发光二极 INFRARED EMITTING DIODES 红外发光二极 71-128108-002 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle PTSE 19C 19#20 SKT PLUG C167CS; Package: PG-MQFP-144; Max Clock Frequency: 25.0 MHz; SRAM (incl. Cache): 11.0 KByte; CAN Nodes: 2; A / D input lines (incl. FADC): 24; Program Memory: 32.0 KByte; PTSF 10C 10#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle PV75L12-8P 
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	Description	Blue transparent, infrared emitting diode 
 PTB 4C 4#20 PIN/SKT RECP 红外发光二极
PV75L12-8S 红外发光二极
PV75L12-10S 红外发光二极
PTB 55C 55#20 PIN/SKT RECP 红外发光二极
INFRARED EMITTING DIODES 红外发光二极
71-128108-002
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle
PTSE 19C 19#20 SKT PLUG
C167CS; Package: PG-MQFP-144; Max Clock Frequency: 25.0 MHz; SRAM (incl. Cache): 11.0 KByte; CAN Nodes: 2; A / D input lines (incl. FADC): 24; Program Memory: 32.0 KByte;
PTSF 10C 10#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle
PV75L12-8P
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						 Electronic Theatre Controls, Inc. 
 ETC[ETC]
List of Unclassifed Manufacturers
Yellow Stone Corp
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 			 Full text search : Blue transparent, infrared emitting diode PTB 4C 4#20 PIN/SKT RECP 红外发光二极 PV75L12-8S 红外发光二极 PV75L12-10S 红外发光二极 PTB 55C 55#20 PIN/SKT RECP 红外发光二极 INFRARED EMITTING DIODES 红外发光二极 71-128108-002 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle PTSE 19C 19#20 SKT PLUG C167CS; Package: PG-MQFP-144; Max Clock Frequency: 25.0 MHz; SRAM (incl. Cache): 11.0 KByte; CAN Nodes: 2; A / D input lines (incl. FADC): 24; Program Memory: 32.0 KByte; PTSF 10C 10#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PTB; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Thru-Bulkhead Receptacle PV75L12-8P   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BT-2727 	TRANSPARENT BLUE NEMA ENCLOSURE
	Bud Industries, Inc.

	LC512MBG1-25Q 	Blue-Green 25 5mm LED lamp with water transparent lens.
	MARKTECH[Marktech Corporate]

	AT27C020 AT27C020-12JC AT27C020-12JI AT27C020-12PC	2-Megabit 256K x 8 OTP EPROM 256K X 8 OTPROM, 70 ns, PDSO32
Octal Transparent D-Type Latches With 3-State Outputs 20-TSSOP -40 to 85 256K X 8 OTPROM, 120 ns, PDSO32
Octal Transparent D-Type Latches With 3-State Outputs 20-TSSOP -40 to 85 256K X 8 OTPROM, 120 ns, PDIP32
LED 470NM BLUE SMD PLCC4
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	ACTS373D ACTS373DMSR ACTS373HMSR ACTS373K ACTS373K	Radiation Hardened Octal Transparent Latch/ Three-State
From old datasheet system
Radiation Hardened Octal Transparent Latch Three-State
Radiation Hardened Octal Transparent Latch, Three-State
Latch, Transparent, Octal, Tri-State, TTL Inputs, Rad-Hard, Advanced Logic, CMOS
	INTERSIL[Intersil Corporation]

	L7113PBD 	T-1 3/4 (5 mm) solid state lamp. Blue. Case-color blue diffused.
	Kingbright Electronic

	HLMP-AD87-RU000 HLMP-AD87-RU0DD HLMP-AD87-RU0ZZ HL	T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm
Precision Optical Performance Red, Green and Blue 5mm Mini Oval LEDs
	AVAGO TECHNOLOGIES LIMITED
http://

	HLMP-HB57-KN0XX HLMP-HB57-LMCXX HLMP-HB57-LP0XX HL	T-1 3/4 SINGLE COLOR LED, BLUE, 5 mm PLASTIC PACKAGE-2
Precision Optical Performance Red, Green and Blue 5 mm Standard Oval LEDs
	Agilent Technologies, Inc.
AVAGO TECHNOLOGIES LIMITED
http://

	PCI6466-CB66BI PCI6466-CB66BIG 	Dual-Mode (Transparent & Non-Transparent) Universal FastLane64-bit, 66MHz PCI-to-PCI Bridge PCI BUS CONTROLLER, PBGA380
	PLX Technology, Inc.

	SSI-LXH55USBD-150 	5mm x 5mm 470mm INGAN SIC BLUE LED PANEL INDICATOR BLUE DIFFUSED LENS, 6 WIRE LEADS
	LUMEX INC.

	BL-PPB-USS-C10 	SINGLE COLOR LED, BLUE, 3.3 mm 6.0 X 6.0 MM, LEAD FREE, PLASTIC PACKAGE-4
NovaLED 350 InGaN Blue Super high brightness surface mount LED.
	American Bright Optoelectronics, Corp.
BRIGHT LED ELECTRONICS CORP

	249-4162-3334-504F 249-4168-3734-504F 249-4167-373	SINGLE COLOR LED, BLUE, 7.1 mm ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, BLUE ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, YELLOW ROHS COMPLIANT PACKAGE-2
; LED Color:Blue; Luminous Intensity:120ucd; Forward Current:10mA; Forward Voltage:5V; Operating Temperature Range:-20 C to  C; Color:Blue; Lens Style:(H x Dia) 31.0 x 8.40 mm; Lens Width:7.1"; Mounting Type:Through Hole RoHS Compliant: Yes
	Dialight PLC
DIALIGHT CORP
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