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			LDECD3680 - ; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes LED GREEN CLEAR 1210 DOMED SMD LED YELLOW CLEAR 1210 DOMED SMD Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes PEN-PET H.T 笔聚酯羟色胺 
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	Description	; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes 
 LED GREEN CLEAR 1210 DOMED SMD
LED YELLOW CLEAR 1210 DOMED SMD
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes
PEN-PET H.T 笔聚酯羟色胺
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ETC[ETC]
Electronic Theatre Controls, Inc.
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			 Related Part Number
	
					PART	Description	Maker
	DN6847TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6849 DN6849S DN6849SE DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PSIP3
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field) SPECIALTY ANALOG CIRCUIT, PDSO4
Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
	Panasonic, Corp.
Panasonic Semiconductor
http://

	NJM41030 	Operating Voltage Operating temperature range Small Package
	New Japan Radio

	DN8899TE DN8899SE DN8899S DN8899 	Hall IC (Operating Temperature Range Topr=-40 to  100??, Operating in Alternative Magnetic Field)
Hall IC (Operating Temperature Range Topr=-40 to  100∑C, Operating in Alternative Magnetic Field)
Hall IC (Operating Temperature Range Topr=-40 to  100C Operating in Alternative Magnetic Field)
Hall IC (Operating Temperature Range Topr=-40 to  100°C, Operating in Alternative Magnetic Field)
	PANASONIC CORP
PANASONIC[Panasonic Semiconductor]

	GRM0335C1H9R8DA01 	Operating temperature range
	Murata Manufacturing Co...

	1255AY-1R8N 	Operating temperature range
	Murata Manufacturing Co...

	1255AY-270M 	Operating temperature range
	Murata Manufacturing Co...

	HMA72-12R50LF HMA72-12R56LF HM72A-064R7LFTR13 HM72	Operating Temperature Range
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...
List of Unclassifed Man...

	MDU28C MDU28C-20MD1 MDU28C-20MD4 MDU28C-20A1 MDU28	ACTIVE DELAY LINE, TRUE OUTPUT, DSO14
ACTIVE DELAY LINE, TRUE OUTPUT, DFP14
ACTIVE DELAY LINE, TRUE OUTPUT, DSO8
DUAL, HCMOS-INTERFACED FIXED DELAY LINE 双，HCMOS界面的固定延迟线
CRYSTAL, SM, CX-49G, 20MHZ; Frequency, output:20000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2200pF; Capacitance Tolerance: /- 5%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
CRYSTAL, SM, CX-49G, 10MHZ; Frequency, output:10000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
MICA RoHS Compliant: No
CRYSTAL, SM, CX-49G, 16MHZ; Frequency, output:16000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
CRYSTAL, SM, CX-49G, 12MHZ; Frequency, output:12000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
	DATA DELAY DEVICES INC
Electronic Theatre Controls, Inc.

	HPC16083XXX/V20 HPC16083XXX/V30 HPC26083XXX/V17 HP	Push-on lock system, Miniature coaxial connectors; HRS No: 312-0187-8 40; Impedance (ohm): 75; Frequency Range (GHz): 0 to 1; Operating Temperature Range (degrees C): -30 to 60; General Description: Ground plate 16位微控制
16-Bit Microcontroller 16位微控制
	Spansion, Inc.
ITT, Corp.
Bel Fuse, Inc.

	PE83512_06 83512-00 83512-01 83512-02 PE83512 PE83	DC - 1500 MHz Low Power UltraCMOS Divide-by-4 Prescaler Military Operating Temperature Range
	PEREGRINE[Peregrine Semiconductor Corp.]

	LTC1909-8 LTC1909-8EG 	Wide Operating Range, No R
Wide Operating Range,No RSENSE TM Step-Down DC/DC Controller with SMBus Programming
	Linear Technology
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