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			 Related Part Number
	
					PART	Description	Maker
	03-0518-10 10-1518-10 	Series X518 Single and Dual Row Collet Sockets with Solder Tail Pins
DIP12, IC SOCKET
	Aries Electronics, Inc.
ARIES ELECTRONICS INC

	0553-2-15-01-21-27-10-0 0553-1-15-15-11-84-10-0 05	PIN RECEPTACLES for .015 - .020 diameter pins (#11 contact)
BERYLLIUM COPPER ALLOY, TIN FINISH, PCB TERMINAL
	Mill-Max Mfg. Corp.
MILL-MAX MFG CORP

	P6SMBJ91CA P6SMBJ.8CA P6SMBJ100A P6SMBJ100CA P6SMB	3.3V ECL 2-Input Differential AND/NAND; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
5V ECL 1:9 Differential Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
3.3V ECL Divide by 4 Divider; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 硅雪崩二极管- 600W表面贴装瞬态电压Supressors
Silicon Avalanche Diodes - 600W Surface Mount Transient Voltage Supressors 硅雪崩二极管- 600W表面贴装瞬态电压Supressors
3.3V / 5V Triple ECL Input to LVPECL/PECL Output Translator; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
3.3V ECL Dual Differential Data and Clock D-Type Flip-Flop with Set and Reset; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
3.3V ECL Quad Differential Receiver; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
3.3V ECL 1:5 Clock Distribution Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
Power Rectifier; Current Rating:1A; Mounting Type:Through Hole; Package/Case:DO-26
5V ECL 6-Bit 2:1 Mux-Register; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:37; Connector Shell Size:28; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female
3.3V Differential LVPECL to LVTTL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
	Rectron Semiconductor
Littelfuse, Inc.
LITTELFUSE[Littelfuse]
http://

	70AAJ-2-F0 70AAJ-5-F1 70AAJ-3-F0 70AAJ-2-F1 70AAJ-	CONN MOD 2 POS FEMALE SMD PCB CONNECTOR
CONN MOD 5 POS FEMALE SMD PCB CONNECTOR
Battery Holder; Body Material:Glass-Filled Thermoplastic; Contact Plating:Copper Alloy; For Use With:Handheld communications; Leaded Process Compatible:Yes; Terminal Type:PCB Surface Mount PCB CONNECTOR
Modular Contacts 2.54mm 6Pin Female Standard Pins PCB CONNECTOR
Modular Contacts 2.54mm 6Pin Female Locating Pins
CONN MOD 4 POS FEMALE SMD
Modular Contacts 2.54mm 4Pin Female Standard Pins
	AVX, Corp.
Bourns, Inc.
BOURNS INC

	0306-0-19-01-16-01-10-0 0306-0-19-15-16-27-10-0 02	PIN RECEPTACLES for .022 - .034 diameter pins and .025 square pins
	Mill-Max Mfg. Corp.

	IDT7024L55G IDT7024S35G IDT7024S55GB IDT7024S35GB 	   HIGH-SPEED 4K x 16 DUAL-PORT STATIC RAM
75V/65A Synchronous Rectifier Module; Package: EPM15-AA; No of Pins: 15; Container: Rail
400V N-Channel MOSFET, FRFET; Package: TT3P0; No of Pins: 3; Container: Rail
60V/60A Synchronous Rectifier Module; Package: EPM15-AA; No of Pins: 15; Container: Rail
600V N-Channel SuperFET; Package: TO-220F; No of Pins: 3; Container: Rail
50A, Smart Power Module for Single-phase SR Motor Drive; Package: SPM27-DA; No of Pins: 27; Container: Rail
60V/73A Synchronous Rectifier Module; Package: EPM15-AA; No of Pins: 15; Container: Rail
30V/80A Synchronous Rectifier Module; Package: EPM15-AA; No of Pins: 15; Container: Rail
GIGATRUE 550 CAT PATCH   CBL NO BOOT 10FT YW 25 PK
Smart Power Module (SPM); Package: SPM27-BA; No of Pins: 27; Container: Rail
Smart Power Module for SRM; Package: SPM20-BC; No of Pins: 20; Container: Rail
500V N-Channel MOSFET, UniFET; Package: TT3P0; No of Pins: 3; Container: Rail 4K X 16 DUAL-PORT SRAM, 35 ns, PQFP100
POWER QUICC I HIP6W
	Integrated Device Techn...
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC

	02-08-1201 	Crimp Socket Contact; Wire Size (AWG):18-24; Contact Material:Brass; Contact Plating:Gold; Contact Termination:Crimp PHOSPHOR BRONZE, TIN (35) OVER COPPER FINISH, WIRE TERMINAL
	Molex, Inc.

	P4SMAJ170CA P4SMAJ170A P4SMAJ7.0A P4SMAJ90CA P4SMA	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts
Circular Connector; No. of Contacts:128; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:13; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-35 RoHS Compliant: No
Circular Connector; No. of Contacts:16; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16 RoHS Compliant: No
Circular Connector; No. of Contacts:5; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-5 RoHS Compliant: No
3.3V / 5V ECL Quad 4-Input OR/NOR; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per Container: 74
3.3V ECL Phase-Frequency Detector; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000
5V 1:5 Differential ECL/PECL/HSTL Clock Driver; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
Circular Connector; No. of Contacts:55; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-55 RoHS Compliant: No
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 表面贴装瞬态电压抑制电 5.0 - 170Volts
3.3V / 5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000 表面贴装瞬态电压抑制电 5.0 - 170Volts
JT 37C 37#22D PIN RECP 表面贴装瞬态电压抑制电 5.0 - 170Volts
5V ECL JK Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 表面贴装瞬态电压抑制电 5.0 - 170Volts
5V ECL Divide by 2, Divide by 4/6 Clock Generation Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38 表面贴装瞬态电压抑制电 5.0 - 170Volts
3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
5V TTL to Differential ECL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
JT 100C 100#22D PIN PLUG
5V ECL 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No
	http://
SURGE[Surge Components]
Surge Components, Inc.

	AM27C040-120/BUA AM27C040-120/BXA AM27C040-120LIB 	Dual PowerPath Switch Driver; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual Protected High Side Switches; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Differential Bus Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual PCMCIA Protected 3.3V/5V VCC Switches; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very Low Noise, Low Distortion Active RC Quad Universal Filter; Package: SSOP; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	Samsung Semiconductor Co., Ltd.
Advanced Micro Devices, Inc.

	M-FIAM3MS3 M-FIAM3 M-FIAM3H11 M-FIAM3H12 M-FIAM3H1	Military 270Vin Filter Input Attenuator Module 军事270Vin滤波器输入衰减模
Crimp Socket Contact; Contact Material:Brass; Contact Termination:Crimp
	Vicor, Corp.
VICOR[Vicor Corporation]

	AM27C64-70LEB AM27C64-120LEB AM27C64-70/BXA AM27C6	Standalone Linear Li-Ion Battery Chargers with Thermal Regulation in DFN; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C
Standalone Li-Ion Switch Mode Battery Charger; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  125°C
Coulomb Counter/Battery Gas Gauge; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Hot Swap Controller in 6-Lead SOT-23 Package; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
4A, High Efficiency, Standalone Li-Ion Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
x8 EPROM x8存储
	Ironwood Electronics
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