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			 Related Part Number
	
					PART	Description	Maker
	VSB06P6.5LCI-LF 	LOW CAPACITANCE TVS ARRAY 600 W, BIDIRECTIONAL, 4 ELEMENT, SILICON, TVS DIODE
	ProTek Devices

	PRSB6.8C-LF-T75 PRSB6.8C_07 PRSB6.8C PRSB6.8C-T75 	STANDARD TVS COMPONENTS 10 W, BIDIRECTIONAL, SILICON, TVS DIODE
	http://
PROTEC[Protek Devices]

	1.5SMC12 1.5SMC10 1.5SMC110CA 1.5SMC170CA 1.5SMC20	Surface Mount Transient Voltage Suppressor 表面贴装瞬态电压抑制器
RES, MTF 12.1K 1/8W 1%
TVS: Bidirectional
TVS: Unidirectional
	Taiwan Semiconductor Co...
Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]
http://

	BDA224P BDA218P BDA234P BDA236P 	TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:45V; Breakdown Voltage, Vbr:50V; Peak Pulse Power PPK @ 10x1000uS:500W; Package
DIODE TVS 33V 500W UNI-DIR
DIODE TVS 6.0V 500W BI-DIR
TVS Diode; TVS Polarization:Bidirectional; Stand-Off Voltage, VRWM:6.5V; Breakdown Voltage, Vbr:7.22V; Peak Pulse Power PPK @ 10x1000uS:500W; Package/Case:DO-204AC; Leaded Process Compatible:Yes 500毫升塑料BECHERGLAS
	Panasonic, Corp.

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	41206ESDA-TR1 41206ESDA-SP1 	SUPPRESSOR ESD 12VDC 4/1206 SMD BIDIRECTIONAL, 4 ELEMENT, SILICON, TVS DIODE
BIDIRECTIONAL, 4 ELEMENT, SILICON, TVS DIODE ROHS COMPLIANT PACKAGE-8
	Cooper Bussmann, Inc.

	CDSOT23-T24LC CDSOT23-T36LC CDSOT23-T08LC CDSOT23-	CDSOT23-T03LC~T36LC - Low Capacitance TVS Diode Array Series 500 W, BIDIRECTIONAL, 2 ELEMENT, SILICON, TVS DIODE
	Bourns Inc.
Bourns, Inc.

	CDWBS16-PLC01-6 	CDWBS16-PLC01-6 TVS Diode Array 1500 W, BIDIRECTIONAL, 2 ELEMENT, SILICON, TVS DIODE
	Bourns Inc.
Bourns, Inc.

	MLL1.4KESD90A MLL1.4KESD10 MLL1.4KESD100 MLL1.4KES	   SURFACE MOUNT TVS
Transient Voltage Suppressor
SURFACE MOUNT TVS 400 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-213AA
BIDIRECTIONAL, SILICON, TVS DIODE, DO-213AA
	MICROSEMI[Microsemi Corporation]
Microsemi, Corp.
MICROSEMI CORP-SCOTTSDALE

	2DEA-2-Q24RLF 2DEA-2-Q24T 	ININET DIODE BIDIRECTIONAL, 20 ELEMENT, SILICON, TVS DIODE
Integrated ESD Protection Diode Array BIDIRECTIONAL, 20 ELEMENT, SILICON, TVS DIODE, MO-137
	Bourns, Inc.
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