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			GBJ1010 - Aluminum Polymer SMT Capacitor; Capacitance: 6.8uF; Voltage: 25V; Case Size: 6.3x6 mm; Packaging: Tape & Reel 10 A, 400 V, SILICON, BRIDGE RECTIFIER DIODE 10 Amp Glass Passivated Bridge Rectifier 50 to 1000 Volts Aluminum Polymer SMT Capacitor; Capacitance: 82uF; Voltage: 20V; Case Size: 10x8 mm; Packaging: Tape & Reel 10 A, 100 V, SILICON, BRIDGE RECTIFIER DIODE 
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	Part No.	GBJ1010 GBJ10005 GBJ1001 GBJ1002 GBJ1004 GBJ1006 GBJ1008   

	Description	Aluminum Polymer SMT Capacitor; Capacitance: 6.8uF; Voltage: 25V; Case Size: 6.3x6 mm; Packaging: Tape & Reel 10 A, 400 V, SILICON, BRIDGE RECTIFIER DIODE 
 10 Amp Glass Passivated Bridge Rectifier 50 to 1000 Volts
Aluminum Polymer SMT Capacitor; Capacitance: 82uF; Voltage: 20V; Case Size: 10x8 mm; Packaging: Tape & Reel 10 A, 100 V, SILICON, BRIDGE RECTIFIER DIODE


	File Size	87.62K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 MCC[Micro Commercial Components] 
 Micro Commercial Components, Corp.
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: GBJ1010
	Maker: PANJIT
	Pack: 排桥
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.20
	  
									100: $0.19
	1000: 
									$0.18
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 			 Full text search : Aluminum Polymer SMT Capacitor; Capacitance: 6.8uF; Voltage: 25V; Case Size: 6.3x6 mm; Packaging: Tape & Reel 10 A, 400 V, SILICON, BRIDGE RECTIFIER DIODE 10 Amp Glass Passivated Bridge Rectifier 50 to 1000 Volts Aluminum Polymer SMT Capacitor; Capacitance: 82uF; Voltage: 20V; Case Size: 10x8 mm; Packaging: Tape & Reel 10 A, 100 V, SILICON, BRIDGE RECTIFIER DIODE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EEFCD0J100ER EEFFD0G390R EEFFD0E560R EEFFD0D680R E	SP-Cap/ Polymer Aluminum Capacitors
CMOS Dual 8-Bit Buffered Multiplying DAC CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 2.5 V, 82 uF, SURFACE MOUNT
Specialty Polymer Aluminum Electrolytic Capacitor CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 56 uF, SURFACE MOUNT, 2917
Specialty Polymer Aluminum Electrolytic Capacitor CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 12.5 V, 10 uF, SURFACE MOUNT, 2917
	Panasonic Semiconductor
Panasonic, Corp.
Panasonic Industrial Solutions

	GBJ10K GBJ10A GBJ10B GBJ10D GBJ10G GBJ10J 	Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 4V; Case Size: 6.3x6 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 1200uF; Voltage: 4V; Case Size: 10x8 mm; Packaging: Tape & Reel
GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER(VOLTAGE - 50 to 800 Volts CURRENT - 10.0 Amperes)
	PanJit International Inc.
PANJIT[Pan Jit International Inc.]

	PCJ0E181MCL1GS PCJ0G561MCL9GS 	PWM Current-Mode Controller for Free Running Quasi-Resonant Operation CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 2.5 V, 180 uF, SURFACE MOUNT
3.0 MHz, 600 mA Step-Down DC-DC Converter CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 560 uF, SURFACE MOUNT
	Nichicon, Corp.

	IRGBC30K-S 	Aluminum Polymer SMT Capacitor; Capacitance: 150uF; Voltage: 4V; Case Size: 6.3x6 mm; Packaging: Tape & Reel
INSULATED GATE BIPOLAR TRANSISTOR(Vces=600V, @Vge=15V, Ic=14A)
	IRF[International Rectifier]

	APS-4R0EC3561MHB5S APS-4R0EC5102MJC5S APS-4R0EC556	CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 560 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 1000 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 820 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 1200 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Nippon Chemi-con, Corp.

	UUD1H470MCL1GS UUD1V4R7MCL1GS UUD1C270MCL1GS 	Aluminum Electrolytic SMT Low Impedance Capacitor; Capacitance: 47uF; Voltage: 50V; Case Size: 6.3x7.7 mm; Packaging: Tape & Reel CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 50 V, 47 uF, SURFACE MOUNT
Aluminum Electrolytic SMT Low Impedance Capacitor; Capacitance: 4.7uF; Voltage: 35V; Case Size: 4x5.8 mm; Packaging: Tape & Reel CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 35 V, 4.7 uF, SURFACE MOUNT
Aluminum Electrolytic SMT Low Impedance Capacitor; Capacitance: 27uF; Voltage: 16V; Case Size: 5x5.8 mm; Packaging: Tape & Reel CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 27 uF, SURFACE MOUNT
	Nichicon, Corp.

	UUL1C470MCL1GS 	Aluminum Electrolytic SMT Long Life Capacitor; Capacitance: 47uF; Voltage: 16V; Case Size: 6.3x5.8 mm; Packaging: Tape & Reel CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 47 uF, SURFACE MOUNT
	Nichicon, Corp.

	SMH4042AGALM SMH4042ASBLN SMH4042AGALN SMH4042AGBK	Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:25-35 RoHS Compliant: No
Distributed Power Hot-Swap Controller for CompactPCI
Aluminum Polymer SMT Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x7 mm; Packaging: Tape & Reel 分布式电源热插拔控制器的CompactPCI
	Electronic Theatre Controls, Inc.

	HZC336M063F24T-F 	SMT Hybrid Polymer-Aluminum Electrolytic Capacitors
	Cornell Dubilier Electr...

	EEHZC1H101P EEHZC1H330XP EEHZC1H220P EEHZC1E221P E	Conductive Polymer Hybrid Aluminum Electrolytic Capacitor/ZC
	Panasonic Semiconductor

	UUX1C221MNL1GS 	Aluminum Electrolytic SMT High Capacitance Range Capacitor; Capacitance: 220uF; Voltage: 16V; Case Size: 10x10 mm; Packaging: Tape & Reel CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 220 uF, SURFACE MOUNT
	Nichicon, Corp.

	FP-4R0CS151M-E0R015 FP-4R0CS221M-ER025 FP-4R0CS221	CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 150 uF, SURFACE MOUNT CHIP, LEAD FREE
CAPACITOR, ALUMINUM ELECTROLYTIC, SOLID POLYMER, POLARIZED, 4 V, 220 uF, SURFACE MOUNT CHIP, LEAD FREE
	Fujitsu, Ltd.
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