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			P4SMAJ170CA -    SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts Circular Connector; No. of Contacts:128; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:13; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-35 RoHS Compliant: No Circular Connector; No. of Contacts:16; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16 RoHS Compliant: No Circular Connector; No. of Contacts:5; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-5 RoHS Compliant: No 3.3V / 5V ECL Quad 4-Input OR/NOR; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per Container: 74 3.3V ECL Phase-Frequency Detector; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000 5V 1:5 Differential ECL/PECL/HSTL Clock Driver; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500 Circular Connector; No. of Contacts:55; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-55 RoHS Compliant: No SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 表面贴装瞬态电压抑制电 5.0 - 170Volts 3.3V / 5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000 表面贴装瞬态电压抑制电 5.0 - 170Volts JT 37C 37#22D PIN RECP 表面贴装瞬态电压抑制电 5.0 - 170Volts 5V ECL JK Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 表面贴装瞬态电压抑制电 5.0 - 170Volts 5V ECL Divide by 2, Divide by 4/6 Clock Generation Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38 表面贴装瞬态电压抑制电 5.0 - 170Volts 3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 5V TTL to Differential ECL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 JT 100C 100#22D PIN PLUG 5V ECL 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No 
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	Part No.	P4SMAJ170CA P4SMAJ170A P4SMAJ7.0A P4SMAJ90CA P4SMAJ P4SMAJ10 P4SMAJ100 P4SMAJ100A P4SMAJ100C P4SMAJ100CA P4SMAJ10A P4SMAJ10C P4SMAJ10CA P4SMAJ11 P4SMAJ110 P4SMAJ110A P4SMAJ110C P4SMAJ110CA P4SMAJ11A P4SMAJ11C P4SMAJ11CA P4SMAJ12 P4SMAJ120 P4SMAJ120A P4SMAJ120C P4SMAJ120CA P4SMAJ12A P4SMAJ12C P4SMAJ13 P4SMAJ130 P4SMAJ130A  

	Description	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 
 Circular Connector; No. of Contacts:128; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:13; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-35 RoHS Compliant: No
Circular Connector; No. of Contacts:16; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16 RoHS Compliant: No
Circular Connector; No. of Contacts:5; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-5 RoHS Compliant: No
3.3V / 5V ECL Quad 4-Input OR/NOR; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per Container: 74
3.3V ECL Phase-Frequency Detector; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000
5V 1:5 Differential ECL/PECL/HSTL Clock Driver; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
Circular Connector; No. of Contacts:55; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-55 RoHS Compliant: No
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 表面贴装瞬态电压抑制电 5.0 - 170Volts
3.3V / 5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000 表面贴装瞬态电压抑制电 5.0 - 170Volts
JT 37C 37#22D PIN RECP 表面贴装瞬态电压抑制电 5.0 - 170Volts
5V ECL JK Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 表面贴装瞬态电压抑制电 5.0 - 170Volts
5V ECL Divide by 2, Divide by 4/6 Clock Generation Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38 表面贴装瞬态电压抑制电 5.0 - 170Volts
3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
5V TTL to Differential ECL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
JT 100C 100#22D PIN PLUG
5V ECL 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No
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 			 Full text search :    SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts Circular Connector; No. of Contacts:128; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:13; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-35 RoHS Compliant: No Circular Connector; No. of Contacts:16; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16 RoHS Compliant: No Circular Connector; No. of Contacts:5; Series:MS27474; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-5 RoHS Compliant: No 3.3V / 5V ECL Quad 4-Input OR/NOR; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per Container: 74 3.3V ECL Phase-Frequency Detector; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 3.3V / 5V Differential 2-Input XOR/XNOR; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V Differential 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tape and Reel; Qty per Container: 2000 5V 1:5 Differential ECL/PECL/HSTL Clock Driver; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500 Circular Connector; No. of Contacts:55; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-55 RoHS Compliant: No SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 表面贴装瞬态电压抑制电 5.0 - 170Volts 3.3V / 5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset; Package: 20 PIN QFN, 4x4; No of Pins: 20; Container: Tape and Reel; Qty per Container: 3000 表面贴装瞬态电压抑制电 5.0 - 170Volts JT 37C 37#22D PIN RECP 表面贴装瞬态电压抑制电 5.0 - 170Volts 5V ECL JK Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 表面贴装瞬态电压抑制电 5.0 - 170Volts 5V ECL Divide by 2, Divide by 4/6 Clock Generation Chip; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38 表面贴装瞬态电压抑制电 5.0 - 170Volts 3.3V / 5V ECL Differential Receiver/Driver with Internal Termination; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 5V TTL to Differential ECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 5V TTL to Differential ECL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500 JT 100C 100#22D PIN PLUG 5V ECL 2-Input XOR/XNOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	18-HD400 	MOUN TING HO LE C ABLE TIES
	Qualtek Electronics Cor...

	1SMA4730A 	SURFACE MOUN T ZENER DIODES
	Shunye Enterprise

	S310 	SURFA CE MOUN T SCHOTTKY BARRIER RECTIFIER
	Gaomi Xinghe Electronics Co., Ltd.

	0022288360 22-28-8360 	2.54mm (.100) Pitch KK Header, Breakaway, Right Angle Surface Moun Compatible, 36 Circuits
MOLEX Connector
	Molex Electronics Ltd.

	1510140008 	   2.00mm Pitch, Milli-Grid BMI Receptacle Housing, 8 Circuits, with Panel Moun
	Molex Electronics Ltd.
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